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SPECIFICATIONS 


I, STERILIZER 
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STERILIZER shall be pressure type, steam jacketed for operation at 
15 to 17 lbs, pressure, It shall be rectangular in shape, measuring 
60" wide x 66" high x 96" long, inside dimensions, Jt shall have 
two doors, one at each end, and in addition to being prepared for 
sterilization with steam at 250° F,, shall be equipped for 
disinfection with a vacuum type formaldehyde~aumonia generator, 


TWO SHELLS which form the steam jacketed body shall be of open hearth 
flange steel quality 55,000 to 65,000 lbs, tensile strength, Longi~ 
tudinal seams of both shells shall be double butt electric welded, 
For wall reinforcement, there shall be provided, in the steam space 
between jacket and chamber shells, horizontal, reinforcement meubers 
for sides, top and bottom walls, formed from not lighter than 1/)," 
steel tee sections, spaced on 8" centers, with ample circulation at 
ends, Stem of tee section shall he welded on both sides to the outer 
wall of inner chamber, Outer jacket shall be welded to flat sides of 
tee section on 8" centers horizontally and longitudinally through 

1" x 2" slots in jacket, The door end frame shall be made of steel 
and electric welded to both inner and outer shells, Groove for gasket 
is machined dovetailed so that the gasket, pressed in under heat, is 
securely retained, 


FACH SHELL shall be capable of separately withstanding 50 lbs, 
hydrostatic pressure, for operation at 18 lbs, maximum gauge pressure. 
All details of construction and materials shall comply with A,5.M.Ee 
Code, and completed Sterilizer shall bear stamp of A.S,l,E, and National 
Board of Boiler and Pressure Vessel Inspectors. 


DOOR shall be constructed of open hearth homogeneous flange steel, 55,000 
to 65,000 lbs. tensile strength, dished 5" deep having the center rein- 
forced with a 5/8" thick circular flange steel plate, continuously welded 
to the door, Radial locking arms shall be taper turned, spring steel : 
actuated by central handwheel mechanism through ball and socket connection, 
Center plate shall have a ball bearing thrust to prevent friction and wear, 
Door shall swing freely on davits of heavy section ,l)0 carbon steel 
shafting with long radius bends and with adequate provisions for horizontal 
and vertical adjustments, Door to be fitted with a device to prevent its 
being closed steam tight until the locking bars have first been engaged 
behind the body end ring, and to prevent the disengaging of the locking 
bars until the steam pressure has been released, 


STERILIZATION functions shall be controlled by separate valves, Hach 
valve handle shall be plainly marked to indicate its function, Steam 
entering the chamber shall be diffused by a deflector to prevent wetting 
contents. Discharge of air and condensate from chamber shall be automatic, 
discharge line shall contain thermometer accurate within 1 degree, and 
shall include thermostatic trap, Chamber drain to be fitted with sediment 
screen, removable for cleaning without the use of tools. 
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Reference: GENERAL 1; 7191-EM 


SPECIFICATIONS 


STERILIZER equipped for direct steam heat. Supply line shall have 
protective steam strainer, automatic pressure reducing and regulating 
valve, set to maintain 15 lbs, (250° F,) in chamber, and steam supply 
valve, Discharge line from jacket shall include thermostatic trape 


VALVES to be Jenkins heavy-duty type designed for operation at 150 lbs. 
pressure lines, Each valve handle shall be of bakelite, 


FLOOR STAND shall consist of two steel I-Beam type supports finished in 
black enamele 


OTHER EQUIPMENT shall include pressure jacket and chamber gauges, and 
jacket safety valve set to release at 20 lbs, 


FINISH, Interior of chamber and door are to be finished with a coating 
of heat and moisture resistant paint, Entire exterior to be finished in 


heat resistant black enamel, 


tg SPECIAL ACCESSORIES, Sterilizer doors shall each be fitted with a 


special electrically operated positive action lock, so arranged and va 


controlled that neither door can be opened during the sterilizing process, 


INTERIOR EQUIPMENT, Sterilizer shall be equipped with a shelf type car 
(5 shelves) of galvanized steel, Car to be fitted with drop wheel 
attachment at each end, Car to be mounted on four roller bearing wheels, 
and interior tracks to support car shall be of galvanized steel. 


Sterilizer shall be Wilmot Castle catalog #6696-B or approved 
equal, 


” : ‘ Reference; GENERAL 1: 7191-HM 





SPECIFICATIONS 


TI, BOZLERS 


2 = 100 HP Eclipse Series ST-0~L-l Super~latic Scotch Steamboilerplants 
including boiler shell mounted on rigid steel platform, flue gas 
collector, proportioning type low pressure air atomizing oil burner 
of variable port area type, Barber~Colman Co, motor to control. flow 
of air and oil, Wheelco Instrtments Co. No» 1321 Flameotrol with 
Flameye, oil pump with 1/3 HP, 110 volt, single phase, 60 cycle motor, 
completely wired panel installed on boiler base with all electrical 
connections made so that only connections which have to be made by 
customer are from the line to a terminal strip on the panel, Eclipse 
centrifugal. air pressure blower with 7-1/2 HP, 220 volt, 3 phase, 60 
cycle, 3600 RPM ball-bearing motor’ and starter, oil solenoid valve, 
inter-connected air and oil levers, electrically ignited gas pilot 
with spark plug and ignition transformer, electric pressure control 
switch, water column, pop safety valve set at 50# (this can be set 
at any pressure up to 100/), steam gauge, try cocks, water gauge, 
MeDonnell-Miller pump control switch with low water cutoff switch, 
Fach unit to have a capacity of 3450 lbs. per hour or a total of 
6900 lbs. per hour from and at 212 deg, F, Hach unit to have 59,11 
cus ft. of combustion space and steam disengagement area of 22, Sde 
fte All built in strict accordance with the latest requirements of 
the A. 5. lM. E, Boiler Construction Code for 100 lbs, working pressure 
and furnished with a Manufacturers! Data Report signed by a duly 
authorized representative of the American Society of Mechanical 
Engineers, Unit to operate with or without stack, flectric current 
for blower motor to be 220 volt, 3 phase, 60 cycle AC and for control 
circuit 110 wlt, single phase, 60 cycle AC. 


Eclipse dual Save Condensate Unit to consist of one 30 x 60 condensate 
receiver tank on legs, tank to be removeable from legs, automatic city 
water make-up valve with Y strainer and blowdown, two centrifugal 
turbine type boiler feed pumps, each with 1-1/2 HP, 220 volt, 3 phase, 
60 cyéle AC ball-bearing motor and starter, each pump to have a capacity 
of 135 GP of 210 deg. water against 50/ boiler pressure, shut-off 
valve between tank and each pump, Y strainer with blowdown installed 
between tank and each pump, check valve for use between each pump and 
each boiler, Tank to be equipped with water gauge and thermometers 
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ALTERNATE 


SPECIFICATIONS. 


II, BOILERS 


3 - 50 HP Eclipse Series SP-0-); Super-Matic Scotch Steamboilerplants 
complete with boiler shell mounted on rigid steel platform, flue 
gas collector, Eclipse fan type high pressure atomizing oil burner 
for Noe 3 fuel oil equipped’ with spiral air deflector, air blower 
with direct connected motor, oil solenoid valve, air adjuster, 
electric spark transformer, electric ignition points, electronic 
flame failure protection, steam pressure control switch, water colum, 
pop safety valve set at 50 lbs. (this can be any pressure up to 100 lbs. 
if desired), steam gauge, try cocks, water gauge, McDonnell-iiller 
pump control with low water cut-off, Unit to be shipped completely 
assembled so that it is only necessary to connect electric wiring to a 
terminal strip, connect oil to burner, connect steam piping, and water 
piping, Unit suitable for operation with or without draft. Unit to 
have 3862 cu, ft. of combustion space, 18.31 sq, ft. of steam disengage- 
ment area All built in strict accordance with the latest requirements 
of the A, S, M. E, Boiler Construction Code for 110# working pressure 
and furnished with a Manufacturers! Data Report signed by a duly 
authorized representative of the American Society of Mechanical Engineers, 
Electrical current specifications 110 volt, single phase, 60 cycle, 
Output of each wit to be 1725 lbs, of steam per hour or a total of 5175 
lbs. per hour from and at 212 dege Fe 


lL Eclipse triple condensate return system consisting of a 30" diameter x 
60" ong condensate receiving tank on legs, tank to be removable from 
legs,’automatic city water make-up valve with Y strainer and blowdown 
valve, 3’ centrifugal turbine type condensate return pumps with 1 HP, 
220 volt; 3 phase, 60 cycle AC ballbearing motors with across-the-line 
starters, pumps to have a capacity of 7.5 GPM of 210 deg. water against 
50# boiler pressure, shutoff valve between tank and each pump, strainer 
with blowdown valve installed between tank and each pump, and check 
valve for use between each pump and each boiler, Tank to be equipped 
with thermometer and water gauge. 


NOTE: The alternate specification is provided because it is lower 
in cost, the equipment is more simple, will be easier to 
maintain, and the results will equal the first specification. 
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Fuel, Oil Storage Tank 


Fuel 0i1 Storage Tank shall be cylindrical, 2500 gallon capacity, 

72" diameter x 1216" long including bumped heads, Heads and shell 

to be of 1/" steel plate and tank shall bear the Underwriters! 

label for storage of hazardous liquids aboveground, After fabrication 
tank shall be tested to withstand 5# air pressure and shall. be painted 
one coat of red lead high penetrating primer, Openings shali be 
provided’ as follows: 16!" manhole with bolted cover, 3" fill, 2" vent, 
2" gauge, 2" suction and 1-1/2" return, Tank to include two 6" high 
steel support saddles shipped loose for horizontal aboveground mounting 
and to be a product of the Buffalo Tank Corporation or approved equal, 
As an accessory two 3" sediment filters with 3/l!" inlet and outlet are 
to be furnished with tank, Filters to be inserted in the full line 

on the sites 


Boiler Feed Water Reservoir 


Teed Water Reservoir shall be cylindrical, 2500 gallon capacity, 72" 
diameter x 12'8" long including full dished heads, shell to be 1/)" 
steel plate and heads to be 5/16" steel plate one piece construction, 
After fabrication reservoir shall be tested to withstand 75/! hydrostatic 
pressure and shall be painted one coat of red lead high penetrating 
primer, Openings shall be provided as follows: one 11 x 15 boiler 
type manhole in the head, 2" inlet, 2" outlet, 1-1/2" drain, and two 
1~1/2" float valve connections, Reservoir to include two 6" high steel 
support saddles shipped loose to provide for horizontal aboveground 
mounting and to be a product of the Buffalo Tank Corporation or approved 
equal, As an accessory one 1~1/2" bronze ball cock type float valve is 
required, Valve to be installed on the site, 


———— 
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ity contained in the ional Peebananene and the Mutual Security Act of 1981, 
a3 amended, and pursuant to Standard Terms and Conditions applicable to TCA Purchase Authorities, dated , 1952, the 
items satel in paragraph 2 are wisi authorized to be financed or procured as designa’ : 
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tmhis Purchase Authority may de used onl: y for the following 
‘comnodisies in amounts not to exceed 20% more than each of 
3 ithe values shown, provided the total does not exceed maxinun 
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? 8801 ‘Scientific and Professional Instruments, poaratus end 


Supplies 
Miscellaneous Iron and Steel Finished Products, N.B.C. 
abricated Iron and Steel Products 


Miscellaneous Industrial Electrical Apparatus, N.E.C. 


PLEASE EXPEDI2E 











: *NOTEH: It is requested that procurame ent be accomplished and i 
: that delivery of the completed wit be made PAS : 
: U.S. PORT no later then February 1, 164, H 





i 3. SPECIAL INSTRUCTIONS Procurement to be accomplishad on a unit basis insofar as 


practicable. Consiga to: American Embassy, Jidda, Saudi Arabia, for U. 8, 2 
Dperations Mission to Saudi Arabia. £11 crates should be marked with PA : 


0. 470-040700-255-4001 
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rate sheets for codes: a) 0100-2203 ; Io c) £390 and d) 9300. For items less (s:200 see instructions. 
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1 
a. 4 each sterilizers to be pressure type steam jacketed for 
operation at 15 to 17 pounds pressure. It shall be rectangu- 
lar in shape, measuring 60" wide -by 65" hich and 96" long in- 
side dimensions, It shall have tvo Gocrs ~ one at each end * 
and, in addition to being prepared for sterilization with ‘ 
steam at 250° c,, shall be equipped for disinfection with a | 
vacuum type formaldehyde ammonia generator, 


b. Two shells’ which form the steam jacketed body shall be 
of open hearth flange steel quality 55,000 to 65,000 tensile 
strength. Longitudinal seams of both shells shall be double 
butt electrical welded. For wall reinforcement there shall 
be provided in the steam space between jacket and chamber 
shells, horizontal, reinforcement members for sides, tops, 
and bottom walls formed from not lighter than 1/4" steel 

tee sections spaced on &" centers with amle circulation at 
ends. Stem of tee section shall be welded on both sides to 
the outer wall of inner chamber. Outer jacket shall be 
welded to flat sides of tee section on 8" centers horizontally; 
and longitudinally through 1" x 2" slots on jacket. The 

door and frame shall be made of steel and electrical welded 
to both inner and outer shells. Groove for gasket is to be ! 





machined dovetailed so that the gasket, pressed in under heat 
is securely retained. 


b) 


c, Hach shell shall de capable of separate]y withstanding 
50 pounds hydrostatic pressure for operation =+ 18 pounds 
maximum gauge pressure. All cetails of congtruction and 
materials shall comply with A.S.M.E. code ana conpleted 
sterilizer shall bear stamp of A.S.H.E. ang National Board 
of Boiler and Pressure Vessel Inspector. 
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d. Door shall be constructed of open hearth homogenous flange 
steel 55,000 to 65,000 pounds tensile strength dished 5! 
deep having the center reinforced with a 5/8" thick circular 
flange steel plate continuously welded to the door. Radial 
locking arms shall be taper turned spring stcel actuated by 
central hand welded mechanism through ball and socket con- 
nection. Gentral plate shall have a ball bearing thrust to 





cal adjustments. Door to be fitted with a device to prevent! 





J 
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! TON / SPECIFICATIONS 


* (include Catalogue Name, Number & Source as Appropriate) 





its being closed steam tight until the locking bars have ‘ 
first been engaged behind the body and ring and to prevent : 
the disengzging of the lockirg bars until the steam pressure 

has been released, 


e. Sterilization functions shall be controlled by separcte 

valves. Bach valve handle shal? be plainly marked to indi- 

cate its function. Steam entering the chamber shall be dif- 
fused by a deflector to prevent wetting contents. Discharge : 
of air and condensate fre: charder saall be automatic. Dis- 

charge line shall contain thermometer accurate witain 1° and 

shall include thermostatic trap. Cherber drain to be fitted | 
with sediment sereen renovable for clezning without the use 
of tools, 





f, Sterilizer Spat for Ginent ateam heat. cap line 


in chamber and stean supply ite, Diseba arge Line ron jacket 
shall include thermostatic trap. 


g. Valve to be Jenkins heavy duty type designed for operat- 
ing at 150 pounds pressure lines; each handle shall be of 
bakelite. 


h. Fleor stand shall consist of two steel I*beam type sup- 
ports finished in black enamel, 


i. Other equipment shall include pressure jacket and chan~ 
ber gauges, and jacket safety valve set to release at 20 
pounds. & 4 


j. Finish. Interior of chamber and door are to be finished 
with a coating of heat and moisture resistant paint. Entire 
exterior to be finishcd in heat resistant black enamel. 


k, — equipment. Sterilizer shall be equipped with 
a shelf type car (5 shelves) of galvanized steel, Car to be 
fitted with drop wheel attachment at each end. Car to be 
mounted on four roller bearing wheels, and interior tracks 
to support car shall be of galvanized steel, 


l. Sterilizer shall be Wilmot Castle extalog #6696-B or ‘ 
approved equal. ' 
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Coda 6899 


BOILERS 


a. 2 each (80 h.p.) Steamaster Scoth-Marine boiler plants 
Type S.M.I. mounted on rigid steel platforms, flue gas col- 
lect ng HEVE oil burners, type ‘.M.5H using white diese 
35° a induced draft fan with direct connected motor 
and including oil solenoid valve, air adjustor, electric 
spark transformer, clectric ignition points, electric flame 
failure protection, steam pressure control switch, water 
column, safety valve set up to 100# pressure, steam gauge, 
tri-cocks, water gauge, McDonncll-Miller a control with 
low water cut-off. 
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APL gravity 
; approxXe ; 


b. “nit to be shipped completely assembled so it is only 
necessary to connect electrical wiring to terminal strip, - 
connect oil to burner, connect steam and water piping. 


c. Unit satisfactory for operation without large outside 
stack, only flue, necessary being minirum weight required to 
ashes gases to atmosphcra. 


ad. Each unit capacity 3900 pounds per hour or total of 
78CO pounds per hour from and at 212°f, 


@. Each unit to have a steam disengaging surface of approxi-' 
mately 40 square fcet. 


f. All units to be built in strict accordance with letest 
regulations of A.S.M.E. construction code for 100 pounds 
working pressurc, and furnished with manufacturers data 
report signed by sine authorized inspection service required 
by same. 


g. Electrical characteristics: 220 volt three-phase 30-60 
cyele A.C. Control circuit - 110 volt single phase 60 cycle: 
A.C, : 


30" x 60" condensate receiver tank on legs (tink to be re= 
movable from legs.) 


i. Automatic city water make-up valve with y-strainer and 
blowdown; 2 centrifugal type boiler feed pumps, each with 


1 
h. Stesmaster dual condensation unit to consist of 1 i 
‘ 
' 
cf 
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TESTIMATED | 
cee Dsomet 


3 hep., 220 volt three phase 60 cycle A.C. ball bearing motor 
and starter; each pump to have a capacity of 6900 pounds H,0 
at 210° against 2 100 pound boiler pressure, including 
shut-off valve between tank and each pump, y-strainer with 
blowdown installed between tank and each pump, check valve 
for use between each pump and each boilcr. 


j. Tank to be equipped with H20 gauge and thermometer. 
Cndo 6719 





3. ' STORAGE TANKS 
a. 1 each Fuel 011 Storage Tank shall be cylindrical, 1500 
gallon capacity, 65" diameter x 108" long including bumped 
heads. Heads and shell to be of 3/16" steel plate and tank 
shall bear the Underwriters! lebel for storage of hazardous 
liquids aboveground, After fabrication tank sn2ll be tested 
to withstand 57 air pressure and shell be painted ona coat 
of red lead high penctrating primer. Opcnings shall be _ 
provided as follows: 18” matthole with, bolted cover, 3" fill, 
2" vent, 2" gauge, 2"’ suction and 1-1/2" return. Trunk to in- 
clude two 6" high steel support saddles shipped loose for | 
horizontal aboveground mounting and to be a product of the | 
Buffelo Tank Corporation or approved equal. As an accessory two 3" 
sediment filters with 3/4" inlet and outlet are to be fur- 
nished with tank. Filters to be inserted in the fill line 
on the site. _ 


‘ 

‘ 

i 

; 

i b. 1 each Feed Water Reservoir shall be cylinrical, 2506 
gallon cepacity, 72" dismeter x 12'8" long including full 

‘ dished heads, shell to be 1/4" steel plate and heads to be 

' 5/16" steel plate one pieco construction. After fabrication 
' reservoir shall be tested to withstind 75# hy¢rostatic 

: pressure and shall be painted one coat ef red lead high 
penetrating primer, Oponings shall be proviced as follows: 
' one 11 x 15 “boilep type manhole in the head . 2" irllet, 

i 2™outlet, 1-1/2" drain, and two 1-1/2". float valve con- 

‘ nections. Peservoir to inclu’e two 6" high steel support 

; siddles shipped loose to vrovice for horizont:1 aboveground 
mounting and to be a product of the Fuffalo Tank Corporatin 

' op approved equal, Ag an accessory onc 1-1/2" bronze bull | 
‘ cock type float valve is reyuired. Valve to be installed on 
' the site, 

' 
' 
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' 
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i Separate sheets for codes: a) 0100-2203; b} 2300-89!4; c) 8990 and d) 9300. For items less than $500.00 see instructions. 
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ITEM 7 QUANTITIES / DESCRIPTION / SPECIFICATIONS rE 
Na. j _Mnclude Catalogue Name, Number & Source as Appropriate) i 
t ' 
Code 7208 

4. | EXHAUST PANS ' 
' a. 4 each exhaust type electricil fans to be Allen model 

| R.H. 24 type roof fans 1/4 hap. for operation on 115-120 ; 

1 volt single phase 60 cycle A.C. currunt. 

' Units are to be Gomploka with penthouse, automatic campers, | 

: directional baffles, etc. Capacity 2400 C.F.M. st iV /Al ‘ 

' S,P, The motor is to be mounted outside the housing 

and it must be dustproof and weather proof. ' 

i A 

5, | Suppliers mst furnish the necessary installation plans and | 
‘ operating instructions. 

6, ‘| Consign to: American Embassy ' 
For U.S. Operations Mission to Saudi Arabia 

i Jidda, Saudi Arabia q 

' t 

7. Markings: Each shipping package to be plainly inscribed 
1 with usual markings anéd"Quarantine Station." ! 

' 1 

' i 

8. Packing: Standard Export. 
t q 

H 

1 1 

', ‘ 

' ' 

' : 

' ; 

i I 

i ‘ 

' ' 

1 ' 

| 
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3 CONTRACT PERIOD 
“ As_soon as possible 












| | APPROPRIATION AND 
2-112/41019 | C-401470 Oble noe 2, 








AUTHORIZATION. Under authotity contained in the het for lnternational Development and the Mutual Security Act of 1981, 
as amended, and pursuant to Standard Terms and Conditions applicable to TCA Purchase Authorities, dated , 1952, the : 
$ items described in paragraph 2 are hereby authorized to be financed or procured as li in paragraph 4 hereof: 


Frounsrinecannenernemnee tennis AOE SUODLEDORET SD PEDNOLINEGHONDOAODPIDNNLUNEAYS@nGus@EnDeRDERTE St INER EDT SLN 





a TAUSUEONEANYCODAVSONDDEGEEDADEOOINIPENDODEOEALEDESTCYo4sPmeresuNsUdDoy4HEnNaG LENIHAN ALADOIEODUDGIFILADESEOLADEATABE 6 


GESCRIPTION 





i 2 Scientific and Professional Instruments, fpparatus ‘ i 
: and Supplies 141,000.00 | 
i See specification sheets attached to PA 410=040700~255~4001 i 
i This PA provides additional funds for purchase of equipment | 


Shates in PA 470-040700-255-4001, 





i REF; TOUSFO 186 dated November 2, 1953. 


; Same as PA 470~040700-255-4001 herewith. 
i pad 





ra METHOD OF FINANCING: 


SF-1151 Advance to GSA : csi /nps se 





Jan. 4, 1954 nae. * 





stiayabpcnlsincnosensicct OURS: MAM Oaass m.Lathods end. ftonta'L. Branch. 
(Date) {Tithe) (For the ee 


(Date) (Tide) (For the Cooperating Country} 
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FORM TCA.-1 ie @ 
-2.52 TECHRIICAL COOPERATION ADMINISTRATION 


a kilicabaliai AUTHORITY 


SOOPERATING COUNTRY Pa HO, 
i SAUDI ARABIA PA 470-040700-255~4001 


Pome ee ne ee nn an on ee na en ee a hes a en Se a ee ee ee ee eeee 


? OPERATING AGENCY 


































i F PROJECT eee cuccee tS SOON AS POSSIOLG 
j : r i APPROPRIATION ANO ALLOTMENT 

i Quarantine Stations 

Rica he _s72n112/41019 3é. G-: 34701 Obl. Yo. 255 

: 1, AUTHORIZATION. Undar authority suited in ithe het! for International Onvelooenent nad the Mutual Seusty Act of 1981, 


a3 amended, and pursuant to Standard Terms and Conditions applicable to TCA Purchase Authoritias, dated , 1952, the i 
Eisen penance in atagta 2 are hereby authorized to be ere or panos as Cesignated in paragraph 4 hereof: : 


H ‘ . : . = 4 : 

i :This Purchase Authority may be used only for the following 

: ‘commodities in anounts not to exceed 20% more than each of 

i ithe values show, provided the total does not exceed maximun 
i tamownt as showm above, 

= i 

? 8801 ‘Scientific and Professional Instruments, Apparatus end 


: ‘Supplies 24,000.00 


49 ,600.00 


7 6809 iiscellaneous Iron and Stecl Finished Products, N.E.C. 17,009.00 i 
6719 Fabricated Iron and Steel Products 3,000.00 
7208 Miscellaneous Industrial Electrical Apparatus, HEC. 53000200 _ 


PLEASS EXPEDITE PLEAS® EXPEDITS 





*NOTH: It is requested that procurement be accomplished and 


that delivery of the completed unit be made PAS 
U.S S. PORT no later than February 1, lv. 


ry SPECIAL INSTRUCTIONS Procurement to be accomplished on a wit basis insofar as 
bracticable. Consign to: American ope aye 1; Saudi Arabia, for U. 8, 
Operations Mission to Saudi Arabia. 11 crates should be marked with PA 

pes 470-040700-255~4001 


is METHOD OF FINANCING; 


i SF+1151 Advance to S34 





i Jan, 4, 1954 Acting C 








” {Date} (Tite) . "(for the Costa ‘Counts a 
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TECHNICAL COOPERATION ADMINISTRATION 








SPECIFICATIONS SHEET FOR oo tae hat ee a 
| __ COMMODITIES AND SERVICES PAGE 2 of 6 
a GU RNTHTIES 7 DESCRIPTION / SPECIFICATIONS Y ESTIMAT ED! 

i ia a _ flnctude Catalogue Name, Nor: ‘ber & Soure ce as Appropriate) | Pcie 2 COST : 
i i“ wank 


Code “B80L q 
STERILIZER: ve 
a, 4 each sterilizers to be pressure type steam jacketed fort 
operation at 15 to 17 pounds pressure. It shall be rectangu-! 
lar in shape, measuring 60" wide by 66" high and 96" long in- 
side dimensions, It shall have two doors - one at each end 
and, in on ae to being prepared for sterilization with 
steam at 250° c,, shall be equipped for disinfection with a 
vacuum type formaldehyde ammonia generator. 


‘De Two shells which form the steam jacketed body shall be 

| of open hearth flange steel quality 55,0C0 to 65,0CC tensile : 
strength. Longitudinal seams of both shells shall be double 
' butt electrical welded. For wall reinforcement there shall 

| be provided in the steam space between jacket and chamber =! 
shells, horizontal, reinforcement members for sides, tops, 

' and bottom walls formed from not lighter than 1/4" steel 
| tee sections spaced on 8" centers with ample circulation at 

; ends, Stem of tee section snall be welded on both sides to | 
1 the outer wall of inner chamber. Outer jacket shall be 

i welded to flat sides of tee section on 8" centers horizontdly! 

; and longitudinally through 1" x 2" slots on jacket. The 
| ‘door and frame shall be made of steel and electrical welded | 
! to both inner and outer shells. Groove for gasket is to be 
machined dovetailed so that the gasket, pressed in under heat, 


is securely retained. 


c.. Hach shell shall be capable of separately withstanding 
50 pounds hydrostatic pressure for oporation 2t 18 pounds | 
maximum gauge pressure. All cetails of construction and ‘ 
materials shall comply with 4.5.M.£. code and completed 
sterilizer shall bear stamp of A.S.M.E. and National Board | 
of Boiler and Fressure Vessel Inspector. i 


d. Door shall be constructed of open hearth homogenous flange 
steel 55,000 to 65,000 pounds tensile strength dished 5" 
deep having the center reinforced with a 5/8" thick circular ' 
flange steel plate continuously welded to the door, Radial | 
locking arms shall be taper turned. spring stcel actuated by 
central hand welded mechanism through ball and socket con- | 
nection. Central plate shall have a ball bearing thrust to 
prevent friction and wear. Door shall swing freely on davits: 
of heavy section .4C carbon steel shafting with long radius ; 
bonds and with adequate provisions for horizontal and verti-' 
eal adjustments. Door to be fitted with a device to prevent } 





‘sheets for codes; a) 0100-2203 ; eo: c) 8990 and d) 9300. For items less O30 see instructions, 
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, SPECIFICATIONS SHEET FOR 
wwe ROOTES ANE SERVICES 





i PAGE 3 of 6 
“QUAN FITIES / DESCRIPTION / SPECIFICATIONS + 











ade Catalogue — Number & Source as Apnropriate) 
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Herrin 


its being closed steam tight until the locking bars have 
first been engaged behind the body and ring and to prevent 
the disengsging of the locking bars until the steam pressure 
has been released, 


e, Sterilization functions shall be ccntrolled by separate 

valves. Bach valve handle shall be plainly markel to indi- 

cate its function. Steam entering the cherber shall be dif- 
fused by a defle-ter to prevent wetiing contents. Discharge 
of air and condensate from chamzer siall be automatic. Dis+ 
charge line shall contain thermometer accurate within 1° and 
shall include thermostatic trap. Chamber drain to be fitted 
with sediment screen removable for cleaning without the use 

of tools. 


f, Sterilizer equipped for direct steam heat. Sunply line 
shall have protective steam sala automatic pressure re- 
ducing and regulating va oki set to maintsin 15 rounds (250°E «}) 
in chamber and steam supply valve. Discharge line from jacket 
shall include thermostatic trap. 


gs Valve to be Jenkins heavy duty type designed for operat- 
ing at 150 pounds pressure lines; each handle shall be of 
bakelite, 


h. Fl¢or stand shall consist of two steel I*beam type sup- 
ports finished in black enamel. 


i. Other equipment shall include pressure jacket and chan- 
ber gauges, and jacket safety valve set to release at 20 
pounds. 


die Finish. Interior of chamber and door are to be finished 
with a coating of heat and moisture resistant paint. Entire 
exterior to be finished in heat resistant black enamel. 


k. Interior equipment. Sterilizer shall be equipped with 
a shelf type car. (5 shelves) of galvanized steel. Car ta be 
fitted with drop wheel attachment at each end. Gar to be 
mounted on four roller bearing wheels, and interior tracks 
to support car shall be of galvanized stcel, 


1, Sterilizer shall be Wilmot Castle cxtelog #6696-B or 
approved equal. 


Few we ewe ee cee en le as an a en ne eee we ne en ne re eee nee nn ese enn nen: 


: Separate sheets for codes: a) 91C0-223; b) 2300- 8914; c) 8990 and d) 9300. For items fess than $500.00 see instructions. 


Femnreveanenseernneny ereasestenen esanencentepevecacousvonensennenedie nenenzcenensusantensenisagvenrsesescensensnnenensenes caneaneneasecenneey a tetasnnnancentel aoveoneniee cannenacantansvaveypeneanyen Weesannensentearvevesenenerencereasensneanns 


| 


SErreayneseneeneaceritagnererenee tocanenenetnanennal revacunnasveneaicenter sueweneveasenesecessanrercrrsuseyn ncanenanenreceapennssensneneaensieaeenenstearsenrensnneeceaneneegeoner reese reentegeeannensaeaneneennanennenn anc raaey 


Form TCA.2 ! REFERENCE NO. 
TECHNICAL COOPERATION ADMINISTRATION 4702040700=255-4001 


SPECIFICATIONS SHEET FOR fpceeceeceeeene cnn eenennenenannnrnsnneasneeanean 
COMMODITIES AND SERVICES PAGE 4 of 6 i 


bs r ‘DESCRIPTION / SPECIFICATIONS — 


“ (incude Catalogue | Name, Number & Source as Appropriate) 


: ITEM + 
NO 


POOF 


TESTIMATED” 
ae 


ry 
Coda 6809 


2. } BOILERS 


aensenescanconanieseneesnesrsunscectsasensauansieneeneesios 


i 
1 
' 
bia 
‘ 
' 
’ 
' 
‘ 
‘ 
' 
‘ 
' 
’ 
' 
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a. 2 each (80 h.p.) Steamaster Scoth-Marine boiler planta . 
Type S.M.I. mounted on rigid steel platforms, flue gas col- | : 
lect, ng HEVE oil burners, type *.M.5H using white diesel API grevity 
36° serene induced draft fan with direct connected motor } 

and including oil solenoid valve, air adjustor, electric 
spark transformer, clectric ignition points, electric flame 
failure protection, steam pressure control switch, water 
column, safety valve set up to 100# pressure, steam gauge, 
tri-cocks, water gauge, McDonnell-Miller pump control with 
low water cut-off. 


1 
1 
4 
' 
1 
ry 
t 
1 
‘ 
‘ 
1 
' 
’ 
' 
‘ 
' 
ry 
' 
i] 
' 
' 
‘ 
t 
‘ 


E approx. 


i 
: 


b. “nit to be shipped completely assembled so it is only 
necessary to connect electrical wiring to terminal strip, 
connect oil to burner, connect steam and water piping. 


c. Unit satisfactory for operation without large outside 
stack, only flue necessary being minimum weight required to 
discharge gases to atmosphcre. 


d. Each unit capacity 3900 pounds per hour or total of ' 
7800 pounds per hour from and at 212°f, 
e. Each unit to have a steam disengaging surface of approxi-i 
mately 40 square feet. 


f. All units to be built in strict accordance with latest 
regulations of A.S.M.E. construction code for 100 pounds 
working pressure, and furnished with manufacturers data 
report signed by duly authorized inspection service required 
by same. 


g. Electrical characteristics: 220 volt three-phase 30-60 
cycle A.C. Control circuit - 110 volt single phase 60 cycle 
AG. 


‘ 
' 
1 
' 
' 
' 
1 
‘ 
' 
1 
1 
i 
' 
1 
4 
' 
' 
, 
' 
’ 
' 
' 
1 
' 


h. Steamaster dual condensation unit to consist of 1 
30" x 60" condensate receiver tank on legs (t2nk to be re=. 
movable fron legs.) 


i. Automatic city water make-up valve with y-strainer and 
blowdown; 2 centrifugal type boiler feed pumps, each with 





ighoets for codes: a) 5100-2003; Qo: c) 8990 and d) 9300. For items less 1Qs:00.0 soe instructions, 
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| TECHNICAL COOPERATION ADMINISTRATION 
SPECIFICATIONS SHEET FOR : i nceemmuaamenels STO-DAGTOO-2S5-4003 - 
__COMMODITIES AND SERVICES ; rant Fy 8 


“ESTIMATE 
wine 





"QUANT! TIES. / "DE SCRIPTION / SPECIFICATIONS — 


_Hnclude Cay ‘alogue Name, Number & Source as Appropriate) | 


“TS 
3 hep, 220 volt three phase 60 cycle A.C. ball bearing motor: 
and starter; each pump to have a capacity of 6900 pounds H,0 
at 210° against 2 100 pound boiler pressure, including 
shut-off valve between tank and each pump, y-strainer with 
blowdown installed between tank end cach pump, check valve 
for use between each pump and each boiler. 


j. Tank to be equipped with Ho0 gauge and thermometer, 
; Code 6719 


3e 


a. 1 each Fuel Oil Storage Tank shall be cylindrical, 1560 
gallon capacity, 65" diameter x 108" long including burped 
heads. Heads and shell to be of 3/16" steel plate and tank 
shall bear the Underwriters! label for storage of hazardous 
liquids aboveground, After fabrication tank shall be tested 
to withstand 5 air pressure and shall be painted one coat 

of red lead high penetrating primer. Openings shall be 
provided as follows: 18" manhole with bolted cover, 3" fill, 
2" vent, 2" gauge, 2" suction and 1-1/2" return. Tank to in-! 
clude two 6" high steel support saddles shipped loose for 


4 


STORAGE TANKS — ee 


horizontal aboveground mounting and to be a product of the 
Buffalo Tank Corporation or approved equal. As an accessory two 3" 
sediment filters with 3/4" inlet and outlet are to be fur- 
nished with tank. Filters to be inserted in the fill line 
i on the site. 


1 be 1 each Feed Water Reservoir shall be cylindrical, 2500 
gallon capacity, 72" diameter x 12'8" long inclucing full 

! dished heads, shell to be 1/4" steel plate and heads to be 

| 5/16" steel plate one piece construction. After fabricatin 

' reservoir shall be tested to withstand 754 hydrostatic 

: pressure and shall be painted one coat of red lead high ‘ 
' penetrating primer. Openings shall be provided as follows: | 
' one 11 x 15 boiler type manhole in the head. 2" inlet, 
1 2" outlet, 1-1/2" drain, and two 1-1/2" float valve con | 
' nections. Reservoir to inclu’e two 6" high steel support | 
+ saddles shipped loose to provice for horizontsl aboveground 
mounting and to be a product of the Fuffelo Tank Corporati | 
| or approved equal. As an accessory cone 1-1/2" bronze bill 

' cock type float valve is reyuircd. Vilve to be installed on 
' the site. 


i Separate sheets for codes: a) 0100-2203; b) 2300-8914; c) 8990 and d) 9300. For items less than $500.00 see instructions. 
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hae : REFERENCE NO. 
TECHNICAL COOPERATION ADMINISTRATION : 

: . Pe = 255-400: : 

SPECIFICATIONS SHEET FOR Eeseeseecesteces serene rtenMeacicct 

COMMODITIES AND SERVICES i Pace © of 6 | 


“TEM “QUANTITIES T SESCRIPTION / SPECIFICATIONS 


NO. _, flnclude | Cata! ogue Name, Nuraber & Source as Appropriate) 





ESTIMATED. 
Ree 





Code 7208 
EXYAUST FANS 





a. 4 each exhaust type electrical fans to be Allen model 
R.H. 24 type roof fans 1/4 hep. for operation on 115-120 
volt sinple phase 60 cycle A.C. current. ' 
Units are to be complete with penthouse, automatic dampers, 
directional baffles, etc. Capacity 2400 C.F.M. at 1/4" 

S.P, The motor is to be mounted outside the housing , 

and it mist be dustproof and weather proof. 





Suppliers must furnish the necessary installation plans and 
operating instructions. 


Consign to: American Embassy 
For U,S. Operations Mission to Saudi Arsbia 
Jidda, Saudi Arabia 





Markings: Each shipping package to be plainly inscribed 


7 
with usual markings end"Quarantine Station." 
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po Separate sheets for codes: a) 0100-2203 ; H@ov: c) 8990 and d)’ 9300. For items less <0. see instructions, 
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a3 amended, and pursuant to Standard Terms and Conditions applicable to TCA Purchase Authorities, dated 
items described in paragraph 2 are hereby authorized to be financed or procured as designated in seragraeh 4 hero: 
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Scientific and Professional Ins 
and Supplies 


See specification sheets attache 
This PA provides additional fu 
lated in PA 470-046700-255~40 


REF; TOUSFO 186 deted Movember 


iD SPECIAL INSTRUCTIONS 


AUTHORIZATION. Drei: aAbadlty contained in the Act for International Development and the Mutual Security Act of 1951, 
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AUTHORITY 

Ba aati gah SOS NTT OTC 
— 870040700 14008 oo eneneeeecee 
MAXIMUM AMOUNT $ 

Pa enet Aet tine i EO OO ec tia 
CONTRACT PERIOD 

naanamasan’ Ag soon as possible ww... 
DELIVERY PERIOD 

As soon as possible 









' APPROPRIATION AND ALLOTMENT 
'72~112/41019 (401470 Obl. n 
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Same as PA 470-040700~255-4001 herewith, 


in METHOD OF FINANCING: 
SF-1151 Advance to GSA 
i dan. 4, 1954 


_Agting Ghief, Program Kathods and Gontinol Branch 


(Date) (Tithe) 





' AUTHORIZED AGENCY: 
' x 
: GS. /BPS 

ot ok 





(For the Administrator). 
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(For the Cooperating Country) 
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; "AUTHORIZATION. Under authority contained in the Act for International Develnpment on the Mutual Soeurite Act of 1951, : 
as amended, and pursuant to Standard Terms and Conditions appitcable to TCA Purchase Authorities, dated , 1952, the 
items described in paragraph 2 are hereby authorized to be financed or procured as designated in paragraph 4 Facsol : 


var sencentousreneateseanataviaecaussacuucsssesgnasoensenszcunsesgccstaneysaresuontesetyty “s eraueeresonnediny a 9 3 i suvnanesneuesoratsnynonsccnectersecasenestcernesocetesstsuernanccatsontstsonerveggereversonirersennetennnsanesnnneages 


ODE 4 DESCRIPT : 


rvecuecbeavesseaeny coeaugesnecuscarestonstansuncrnecscaneageagennsgussnnsayenesgscesoesesenesreneyisten NPTION suovanuuneavsagncgtvvseuctessarcecnvonsnasecnnvazeageaneconuiaeveseaniennenssiy Canvsercacnegstsgeeds minanuiditng 





Amend PA 1;70-0),0700-1-)002, dated January h, 195l: 
as follows: 


euseenenscuseeseeaseszesssees 


Decrease amount available by $25,000.00 from 31,000.00 
to 


ens 


816,000.00 


aesananentorrensseescen! 





f11 other provisions PA remain tne same. 


4, METHOD OF FINANCING: AUTHORIZED AGENCY: 


SF-1251 Advance to GSA GSA/EPS 


28949 5u... 
" (Date) 


REF: GSA memo dated January 18, 195) 





eouueonecanocssisenaynercanuenscearanncarnnvenegcagstersseneuaptesessronneorsuneaueerecenrgarnenesazya4a4aessnarseentaenneateseestanenvuneesvenssaness4uenenseneuenersngeronconensrusvacusaneynnopegasaansanantactsootant ottaenyasseu cere edsnesenets tae 


es ee ee ae ce Ted 


—— 


[AASAannowwrrPrfVsertsossasensansissesoenesnnecisasesocosesenssesbecovesténset7s4s0aglmsouecsustovcncseensneneosenes otencsess4eesttsttosnsqusnssssst4qeeceressnasseennncety 
FORM TCA.1 e ; 
5.2.52 TECHMICAL COOPERATION ADMINISTRATION ! 


PURCHASE AUTHORITY | 







PROJECT 





As 





soon 


SAUDI_ ARABIA : PA, 479-049100- 
ACTIVITY CONTRACT PERIOD 
: __. AS soon as possible ot 
Health and Sanitation DELIVERY PERICO 
‘ 


Quarantine Stations 

1 AUTHORIZATION, Bader: wihndie coniaived in te Act for Internat der ‘Devcheamene and the “WMutual Security Act of 1951, | 
as amonded, and pursuant to Standard Terms and Conditions apzticable to TCA Purchase Autiozities, dated 1952, the | 
items described in paragraph 2 are hereby authorized to be financed o7 procursd as designated in eek ail 4 heal, i 





‘this Purchase Authority may be used only for the following 
‘commodities in amounts not to exceed 20% more than each of 
ithe values shown, provided the total dess not excead maxinun 
{amount as shown above. 


8801 isoientific and Professional Instruments, Apparatus and 


_ Supplies 24,000.00 

6809  ‘ifiscellaneous Iron and Stesl Finished Products, N.u.C. 17,009.00 i 
6719 abricated Iron and Steel Products 3,000.00 i 
7208 Miscellaneous Industrial Electrical Apparatus, H,E.C. 15 2900.00 00 i 
49,000.00 } 

EXPEDITE PLRASS EXPEDITE i 











*NOTE: It is requested that procurement be accomplished and 
that delivery of the completed wit be made FAS 
Ue 8. PORT no later than February 1, Lvo4, 


' 
‘ 
| PLEASE 
; 
1 
1 


Hovenber 2, 1953. 





3. SPECIAL INSTRUCTIONS Procurement to be accomplished on a unit basis insofa 


racticable. Consign to to: American Babassy, dJidda, Saudi Arabia, for U. 8. E 


iperations Mission to Saudi Arabia. 11 crates should be marked with PA 
104 470-040700~255-4001 


4. METHOD OF FINANCING; 


SP-1151 Advance to GSA ' GS.iSPS 







Jan, 4, 1954 doting Chief, Prograin 
“(Date) ~ tha) 





(Date) : (Title) 


asoensstarverseanesenenneseusosengaoeeetienetansasseunsanesensnguaaseenns ys snenansseepsetersennnensisesseneesgbengenssUMeeaneeeneessuaeDenveacErseatnvensPaUnnenrstenentneyenensendotceesae bend atnoevensenn range prs ett nea i nsdennnns eee eng eenees 


{For the Coopsrating Country) i 


suenvancecenarensersesteacacaansacenseseueecssevenneanenesrieneyeuseouvecsecerustesqnevoenennesggenrennecuee 


REF: "RENCE NO. 





2.52 
TECHNICAL COOPERATION ADMINIS RATION : 
SPECIFICATIONS SHEET FOR pT SEE EAE NEES AE ETS EERE : 


COMMODITIES AND SERVICES 










/ SPECIFICATIONS >SIMATED 
Source? as Appropr ie} COST : 


$ 








il clude 





Catala ve N 











OTP LLTZER 





' 
a, 4 each sterilizers to be pressure type steam jacketed for} : 
operation at 15 to 17 peunds pressure, It shall be rectangu-' i 
jar in shape, measuring 60" wide by 66" high and 96" long in- : 


side dimensions, It shall have tvo doors - one at each end 
ard, in addition to being rrepared for sterilization with 
ateam at 250° c,, shall be enuipped for disinfection with a! 
vacuum type formaldehyde ammonia generator. 
' 
' 
' 


b. Two shells which form the steam jacketed body shall be 
of open hearth flange steel quality 55,CCC to 65,000 tensile 
strength, Longitudinal seams of both shells shall be double } 
butt electrical welded. For wall reinforcesient there shall 
be provided in the steam space between jacket and chamber i 
shells, horizontal, reinforcerent, members for sices, tops, : 
and bottom walls forned from not lighter than 1/4" steel 
' 
' 
' 
t 


tee sections snaced on 8" centers with ample circulation at 
ends. Stem of tee section snall be welded on both sides to 
the outer wall of inner chamber. Outer jacket shall ‘be 
welded to flat sides of tee section on 8" centers horizontal y: 
and longitudinally through 1" x 2" slots on jacket, ‘The 
door and frame shall be made of steel and electrical welded | 
to both inner and outer shells. Groove for gasket is to be 
machined dovetailed so that the gasket, pressed in under heat, i 
' : 


‘ 
' 
z 
' 
' 
' 
‘ 
‘ 
‘ 
' 
' 
' 
' 
' 
' 
‘ 
‘ 
t 
' 
' 
' 
‘ 
‘ 
' 
' 
' 
' 
' 
1 
‘ 
' 
' 
' 
' 
' 
1 
' 
' 
' 
t 
' 
, 
1 
i} 
' 
' 
' 
1 
' 
i) 
' 
‘ 
as . 
‘ is securely retained. 
1 
‘ 
1 
’ 
' 
) 
1 
i) 
' 
‘ 
t 
t 
H 
1 
' 
t 
i] 
' 
' 
' 
( 
i) 
t 
' 
t 
’ 
' 
iy 
' 
' 
' 
¢ 
i 
‘ 
‘ 
| 
’ 
' 
‘ 
' 
' 
' 
' 
‘ 
' 
1 
i 
‘ 
’ 


c. kach shell shall de capable of separately withstanding 
50 pounds hydrostatic pressure for operation + 1é pounds 
maxirum gauge pressure. All details of construction and 
materials shall comply with A.S.M.£. code and completed 
sterilizer shall bear stamp of A.S.E.E. and National Board 
of Boiler and Pressure Vessel Inspector. 


' 
‘ 
‘ 
‘ 
‘ 
t 
‘ 
t 
' 
fi 
‘ 
‘ 
t 
t 
' 
’ 
' 
' 
‘ 
‘ 


genous flange 





d. Door shall be constructed of open hearth hom 
steel 55,000 to 65,0C0 pounds tensile strength dishal at 
deep having the center reinforced with a 5/8" thick circular ' 
flange steel plate continuously welded to the door, Radial | 
lecking arms shall be taper turned spring steel actuated by 

central hand welded mechanism through ball snd socket con- | 
nection. Central plate shall have a ball bearing thrust to | 
prevent friction and wear. Door shall swing freely on davits: 
of heavy section .40 carbon steel shafting with long radius 
bonds and with adequate provisions for horizontal and verti- 

cal adjustments. Door to be fitted with a device to prevent 








ag sheets for codes: a) 100.2203; ‘ome ¢} $990 and d) 9390. For items fess _ see instructions. 

QO PF: : 

ri 8 : 
V6 





<< oe REFERENCE NO. ‘weieaaentoaiill epee: 
: TECHNICAL COOPERATION ADMINISTRATION i a 
SPECIFICATIONS SHEET FOR —e SUCRE ncsnsiatsnicaied 
COMMODITIES AND SERVICES : PAGE 3 of 6 
AVANTITIES 7 DESCRIPTION / SPECIFICATIONS ESTIMATED 





(include Catalogue Name, Number & Source as Appropriate) 
its being closed steam tight until the locking bars have 
first been engaged behind the body and ring and to prevent 
the disengeging of the lockirg bars until the steam pressure 
has been released. 


e. Sterilization functions shall be centrolled by separate 

valves. ach valve handle shall be plainly marked to indi- 

cate its function. Steam entering the chamber shall be dif- 
‘, fused by a defle-ter to prevent wetting contents. Discharge 
of air and condensate from chamber snall be automatic. Dis- 
charge line shall contain thermometer accurate within 1° and 
shall include thermostatic trap. Chamber drain to be fitted 
with sediment screen romovable for clezning without the use 

of tools. 





' 
t 
1 
1 
' 
‘ 
‘ 
1 
‘ 
t 
1 
1 

Fl 
’ 
nN 
1’ 
’ 
' 
{ 
' 
' 
' 
1 
' 
' 
' 


f. Sterilizer equipped for direct steam heat. Sunply line 

shall have protective steam strainer, automatic pressure re- 
ducing and regulating velve set to maintain 15 pounds (250° .}) 
in chamber and steam supply valve. Discharge line fron jacket 

shall include thermostatic uae 





g. Valve to be Jenkins heavy duty type designed for operat- 
ing at 150 pounds pressure lines; each handle sh2ll be of 
bakelite. 


h. Fleor stand shall consist of two steel I*beam type. sup- 
ports finished in black enamel. 


i. Other equipment shall include pressure jacket and cham~ 
ber gauges, and jacket: safety valve set to release at 20 
pounds. 


4 

i) 

' 

t 

' 

1 

‘ 

t 

' 
j. Finish. Interior of chamber and door are to be finished 

with a coating of heat and moisture resistant paint. Entire | 

exterior to be finished in heat resistant black enamel. 3 

7 

7 

1 

i 

' 

‘ 


k. Interior equipment. Sterilizer shall be equipped with 
a shelf type car (5 shelves) of galvanized steel. Car to be 
fitted with drop wheel attachment at each end. Car to be 
mounted on four roller bearing wheels, and interior tracks 
to support car shall be of galvanized steel. 


1. Sterilizer shall be Wilmot Castle extelog #6696-B or 
approved equal. 





ORM TCA.2 ? REFERENCE NO. i 











“a, 2 each (80 h.p.) Steamaster Scoth-Marine boiler plants 
' Type S.M.I. mounted on rigid steel platforms, flue gas col- |; i 
i ' lect, ng HEVE oil burners, type '.M.5H using white diesel AP1 pravity 
approxe| 56° Peat induced draft. fan with direct connected ‘motor | : 
' and including oil solenoid valve, air adjustor, electric 
spark transformer, clectric ignition points, electric flame 
failure protection, steam pressure control switch, water 
column, safety valve set up to 100# pressure, steam gauge, 
tri-cocks, water gauge, McDonncllMiller pump control with 
low water cut-off. 


TECHNICAL COOPERATION ADMINISTRATION H 

: H 470-040%00=255=4001 i 

SPECIFICATIONS SHEET FOR fpssecsececeetecssneenannesnennnrnseenteenet tas 

_ COMMODITIES AND SERVICES i PAGE 4 of 6 

oe TANTITIES | DESCRIPTION / SPECIFICATIONS V ESTIMATED: 

sess lus Catalogue Name, Number & Source hep ee 

a . i$ 
i i Cada 6899 ' 
i 2. ! BOTERS ' 





b. “nit to be shipped completely assembled so it is only 
necessary to connect electricil wiring to terminal strip, 
connect oi] to burner, connect steam and water piping. 


c. Unit satisfactory for operation without large outside 
stack, only flue necessary being minimum weight required to 
Atadhsree gascs to atmosphere. 





d. Each unit capacity 3900 pounds per hour or total of 
7800 pounds per hour from and at 212°f, 


' 
‘ 
‘ 
' 
7 
7 
t 
e. Each unit to have a steam disengaging surface of approxi- 
mately 40 square feet. { 
' 
i 
‘ 
‘ 
' 
' 
' 
' 


f. All units to be built in strict accordance with latest 
regulations of A.S.M.E, construction code for 100 pounis 
working pressure, and furnished with manufacturers data 
report signed by duly authorized inspection service required | 
by same. 


g. Blectrical characteristics: 220 volt three-phase 30-60 
cycle A.C. Control circuit - 110 volt single phase 60 cycle 
As 


h. Steamaster dual condensation unit to consist of 1 
30" x 60" condensate receiver tank on legs (tank to be re= 
movable from legs.) 


i. Automatic city water make-up valve with y-strainer and 
blowdown; 2 centrifugal type baile sr feed pumps, each with 


Ses for codes: a} 9100-2292; ») @-a914: c) 8990 and d) 9300. For items less £@ss00.0 soe instructions. 
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{ Disa secacsanengy tencapsvanieseensecessnnstecanoreesenceenty sseuvovusniuneanvusouuesseneatanssusascenssvetecesnsuurseareutsuacsuacessseassonscesnelimgcostvensussuocesccassuunscessensenecesenn4ant avenecenoensstian f] 

| Bae @ } REFERENCE NO, @ i 

( 3 H 
TECHNICA PERAT i H i 

! CHNICAL COOPERATION ADMINISTRATION ; 470 m049700-255-400) - 


SPECIFICATIONS SHEET FOR 
COMMODITIES AND SERVICES 











ON / ee 


tinlude Catalogue Name, Number & Source as Ans 







3 hep., 220 volt three phase 60 cycle A.C, ball bearing motor 
and starter; cach pump to have a capacity of 6900 pounds H,0 

at 210° against 2 100 pound boiler pressure, including 
shut-off valve between tank and each pump, y-straincr with =: 
blowdown installed between tank and each pump, check valve | 
for usé between each pump and each boiler. ‘ 


j. Tank to be equipped with Ho0 gauge and thermometer. 
Cndo 6719 
STORAGE TANKS 


a. 1 each Fuel Oil Storage Tank shall be cylindrical, 1500 
gallon capacity, 65" diameter x 108" long including bumped 
heads. Heads and shell to be of 3/16" steel plate and tank 
shall bear the Underwriters! label for storage of hazardous 
liquids aboveground, After fabrication tank shall be tested 
to withstand 5# air pressure and shell be p2inted one coat 
of red lead high penetrating primer. Openings shall be 
provided as follows: 18” manhole with bolted cover, 3" fill, 
2" vent, 2" gauge, 2" suction and 1-1/2" return. Tank to in- 
clude two 6" high steel support saddles shipped loose for 
horizontal aboveground mounting and to be a product of the | 
Buffalo Tank Corporation or approved equal. As an accessory two 3" 
sediment filters with 3/4" inlet and outlet are to be fur- 
nished with tank. Filters to be inserted in the fill line 
on the site. 


Ww 
. 


wb. 1 each Feed Water Reservoir shall be cylinfrical, 2500 + 
1 gallon cepacity, 72" diameter.x 12'8" long inclucing full =| 
' dished heads, shell to be 1/4" stecl plate and heads to be 
| 5/16" stecl plate one piece construction. ‘After fabricatin 

' reservoir shall be tested to withstand 754 hy@rostatic : 
' pressure’ and shall be painted one cort of red.lead high ‘ 
' penetrating primcr. Openings shall be provided as follows: | 
| one 1l x 15 boiler type manhole in the head. 2" inlet, ' 
| 2" outlet, 1-1/2" drain, and two 1-1/2" flos t valve cone! 
' nections. Peservoir to inclu*e two 6" high steel support | 
1 satdles shipped loose to provide for horizontsl aboveground | 
' mounting ant to be a product of the Fuffalo Tank Corporstia | 
} or approved equal. ‘As an accessory one 1-1/2" bronze ball ; 
‘ cock type float valve is required. Vilve to be installed on | 
i the site, ‘ 
' ‘ 


Separate sheets for codes: a) 0100-2203; b) 2300-8914 | ¢} 8990 and d) 9300. For items less than $500.00 see instructions. 
\ . * ‘ _ Sis . 


tMavananaiveucaaennestnenensucuvensonenvennncnstaneanuecessansussenenavevsnarsesansary canscanenesseenespetsseessreMenKaDOCLOessenensnsnndsunssusvsuepesdstocennsenaganensacansusnesnenidontonnsdenseandouetdnangstiscarserseessecsertescuninseneses, 


4 
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“ORM TEA P REFERENCE NO. 
5 ; 

TECHNICAL COOPERATION ADMINISTRATION i 

i £70=040700~255-4003 . i 

SPECIFICATIONS SHEET FOR foceccececeeesesteetnnsrasenesnesenendacnesacanes 


COMMODITIES AND SERVICES i PAGE 5 of 6 


eee QUANTITIES / ‘BESCRIBTION / / SPECIFICATIONS 
_,_Alnclude Catalogue | Name, N ? 





“TEM 






Code 7208 
4. | EXHAUST FANS 
a. 4 each exhaust type electrical fans to be Allen model 
RH. 24 type.roof fans 1/4 hp. for operation on 115-120 
volt sinflce phase 60 cycle A.C. current. 
Units are to be complete with penthouse, automatic dampers, 
directional baffles, etc. Capacity 2400 C.F.M. at 1/4" 
*,P, The motor is to be mounted outside the housing 
and it must bo custproof and weather proof. 


Suppliers must furnish the necessary installation plans and 
operating instructions. 


Consign to: Amorican Enbassy 
For U.S. Oper:tions Mission to Saudi arabia 
Jidda, Sauti Arabia 


Markings: Each shipping package to be plainly inscribed 
with usual markings and"Quarantine Station." 
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Phe steets for codes: a) 0100-2203; Qos: c) 6990 and d) 9300. For items less sn» see instructions, 
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1 452 ZXCHNIG?L COOPERATION ACNHRIS TOA TH 
/ _PURCHASE AUTHORITY 
OOPERATING COUNTRY” a. ee we PANO De tee oot a ee 








—aaarT es 
! CONTRACT PERIOD 
Piet Ag soon as possible i... <: 
‘| ee | DELIVERY PERIOD 
RROIEET Bes Ag soon as possible oo. eee 
' APPROPRIATICN AND ALLOTMENT 
vom eranbine Stations ; T2~112 /41019 €-401470 Obl. no. 1 
1, AUTHORIZATION. Under authority contained in the Act fe (weamnuaet Berehooment and the Mutual § Saucy Act of 1951, 
as amanded, and pursuant to Standard Terms and Conditions applicable to TCA Purchase Authorities, dated , 1952, the 


items dascribad in paragraph 2 are isin y ahead to be dace or pris ees as Gaetan | in batapraglt ‘ hereof: 


Vesveninieitoninusennecssneesnnnsgnety agerrnnncergcneianenestene 


Heageoenenvenentensteentyaesnanens rf Avuecantantenncnsenesnrastanriege 


J 

* 

Selentific and Professional Instruments, Apparatus ' 
and Supplies 141,000.00 

‘ 

t 


Ses specification sheets attached to Pt 470=040700m255=4901 4 
This PA provides additional funds for purchase of equipment | 
iin in PA 470-040700-255-4001, 


REF; TOUSFO 186 deted November 2, 1953. 


3, SPECIAL INSTRUCTIONS 
Same as PA 470~040700-255-4601 herewith. 





4, METHOD OF FINANCING: ‘ AUTHORIZED AGENCY: 
‘ s 
‘ . 
SF-1151 Advance to GSA 1 Gsa/SPs * 
1 
' 
| eae freer ks 
Jane 4, 1954 ia eae Ss 
oy nnn Atting Chief, Program Methods and. ton: trol fvanah, 
(Date) (Tit! 1) (For the Administrator) 
i 


smear eens saa geaccars i gaaaaanaaamaes acai —< : a — x 


suuadaniueacsdverevencnoayanronavavesssaduyoesenensngusensanspetsaveransnsssoanenensonrensstvontantornegucecanngenersconssarssansansgnsvesnsencnecarcseze reac cecseensenosecaeesy sutanesCensenouapeatenensensuenventsUnenenteCQUeeesteseeageneets yess 


Contract No. _GS-00P=19519-T 


Reqs No. _470-040700-255-4001~-4002 
Purchase Unit _2(S&CM) 


Tos GENERAL SERVICES ADMINISTRATION, EMERGENCY PROCUREMENT SERVICE 
Seventh and D Streets, 5. We, Washington, D. C, 


The undersigned offers to furnish, at the prices stated, the following: 


ap A ae er a EP A ANNE A Os: NEN NN 


DESCRIPTION QUANTITY UNIT PRICE TOTAL PRICE 
Recipient Cc Country and Code: Arabia 470 
Commodity Class Code: 6809 


Item 2 « Boilers as per specification 
attached, packed for export, 2 each $5250.00 $10,500.00 


FOA Emblems are required, see page 3 
attached. 


Inspection will be made at Contractor's Plant. 


Contractor shall furnish the necessary installation 
plans and operating instructions, 


Attached continuation sheets nos. 2 thru 6, PO-14, Special Program Contract 
Terms (Reve July 15, 1949) and General Conditions for Special Program Contracts 
(Reve Nove 24, 1950) are hereby made a vart of this contract. 


The Contractor represents that the aggregate number of employees of the Supplier 
and its affiliates is 500 or more X_ less than 500, 


Execute Continuation Sheet No. 2 Attached. 


SESS 





SE a 


DELIVERY: March 1954 ~ FAS Vessel, Port of Shipnent, Los Angeles Harbor 


Discount___Net percent 30 calendar days. 


Steamaster Automatic Boiler Company 
5819 Compton Avenue 

los Angeles 11, California 

(ivame of firm or individual and address) 


Date February 8, 1954 By_(Signed) Be ¢ » Grant, Sec. Treasurer 


ouias and title 


icc aaernnenneeereninneensctotne ren pueenwiorncmiennenonemeimtragitnae cD 


Name (Signed) He Cy Mowll, dre 
Date February 12, 1954 Title Director, Purchase Division wih 





ACCEPTED BY THE GOVERNMENT s 














STEAMASTER AUTOMATIC BOILER COMPANY 


ITEM 
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CONTRACT NO. GS=00P=19519=T 


REQ. HO. 470+040=700"255=4001 and 4002 


DESCRIPTION QUANTITY 
BOILERS. = CODE; 6809 2 each 


. (80 hepe) Steamaster Scotch marine 


boiler plants, Type S.M.I. mounted 
on rigid steel platforms, flue gas 
collector, using HEVE oil burners, 
type AM. 5H using white diesel 
AP1 gravity approximately 36° or 
equal, including induced draft fan 
with direct connected motor and 
including oil solenoid valve, air 
adjustor, electric spark transformer, 
electric ignition points, electric 
fleme failure protection, steam 
pressure control switch, water 
column, safety valve set up to 
100# pressure, steam gauge, tri- 
cocks, water gauge, McDonmnelle 
Miller pump control with low water 
cut-off. 


Unit to be shipped completely 
assembled so it is only necessary _. 
to comect electrical wiring to 
terminal strip, connect oil to 
burner, connect steem end water 


pipinge 


Unit satisfactory for operation 
without large outside stack, only 
flue necessary being minimum weight 
required to discharge gases to 
atmospheres 


Each unit capacity 3900 pounds per hour 
or total of 7800 pounds per hour 
from and at 212°f, 


Each unit to have a steam disens 
gaging surface of approximately 
40 square feete 


All units to be built in strict 
accordance with latest regulations 
of AsSelieB. construction code for 
100 pounds working pressure, and 
furnihsed with manufacturer's data 
report signed by duly authorized 
inspection service required by 
Same» 


Continued on Page 2 


UNIT PRICE TOTAL 


5,250.00  $10,500,00 





STRANASTE? AUTOMATIC BOILER COMPANY CONTRACT NO» GS-00P~19519-7 


he 


ie 


REQe NO. 470-040-700-255—4001 and 400g 


DESCRIPTION QUANTITY UNIT PRICE. TOTAL 


Electrical characteristics: : 

220 volt three-phase 30-60 cycle. : 49 
HeCe Control circuit - 110 volt , 

single phase 60 cycle AsCe 


Steamaster dual condensation unit to 
consist of 1, 30"x60" condensate 
receiver tenk on legs (tenk to be 
removable from legse) 


* wes 


Autometic city water make-up valve 

with ‘Phen pied end | pt 2 

each MEGS 2 ee “380 volt three” 

phase 60 cycle AgC. ball bearing 

motor and starter; each pump to ; 
have a capacity of 6900 pounds 

Hy0 at 210° against 2 100 pound 

boiler pressure; including shut- 

off valve between tank end each 

pump, yestrainer with blowdown 

installed between tenk end esch . 
pump, check velve for use between ‘ 
each pump end each boilers 


Tank to be equipped with 50 gauge 
and thermometor ‘ 


Boiler to be packed for exporte 


Inspection will be made at Contractor's 

Plant, Contractor shall furnish the 

necessary installation plans and alla 

instructions. ‘ 


GSA-WASH DC 54-6762 


Continuation Sheet No. 2 of Contract GS-00P- 19919=T 


"Ten days prior to availability of material for shipment, you are to 
complete and forward GSA Form 489, "Notice of Availability and Application 
for Shipping Instructions" as follows: 


A, Original and 1 copy to: 
General Services Administration 
Emergency Procurement Service 
Storage & Transportation Division 
Washington 25, D. C. 
B. One copy to: 
General Services Administration 
Federal Supply Service 
Attn: Chief, Inspection Division 
(Region No. and address as indicated on Form 489)" 


MARKINGS FOR THIS CONTRACT ARE: 


Cid 


c/o _ 


Ve So OPERATIONS MISSION TO SAUDI ARABIA 
AMERICAN BMBASSY 


TIDDA, SAUDI ARABIA 


See Page 3 
CONTRACT No, GS*00F#29519-2 Attached. 


NOMENCLATURE _ _BOEMIRS 


"the bidder / (er) contractor/ represents: (a) that he / / has, /%/ has not, 
employed or retained any company or person (other than a_full-time bona-fide 
employee working solely for the bidder / (or) contractor/ to solicit or secure 
this contract; and (b) that he / / has, has not, paid or agreed to pay 

to any company or person {other than a full-time bona-fide employee working 
solely for the bidder patois contractor/) any fee, commission, percentage or 
brokerage fee, contingent upon or resulting from the award of this contract, and 
agrees to furnish information relating thereto as requested by the contracting 
officer, (Note: For interpretation of the representation, including the term 
"bona-fide employee," see General Services Administration Regulations, Title 

44 secs. 150.7 and 150,5(d) Fed. Reg. Dec. 31, 1952, Vol. 17, No. 253).M 


STUAHASTER AUTOMATIC BOLLER CO. 
Name of Contractor 


(Signed) Bo Go Grant, See, Trenss 
Signature and Title 


GSA-WASH Dc 54-685 


FOA EMBLEMS REQUIRED ON EACH INDIVIDUAL ITEM 


MARKING: FOA emblem is requirede Each unit of each item shall be Inbeled with 
the F0a emblem in a conspicucus places In addition, ell shipping containers, 
whether boxes, cases, barrels, druis, bales or sacks, shell be labeled with 
the FOA emblem» all such emblems must be firmly etteached ond protected from 
obliteretion or removal due to hendling in shippinge The FOA enblem for esch 
individual item shall be as large as cen be used practicebly and should 
preferebly be decalcomaniae The FOA emolen for the outside of all shipping 
containers shell be et leest twice the height of the lettering used for the 
shipper's markings and may be of pepero 


Each shipping container shell be stencilled, brended or lebeled as follows: 


Us So OPS ATIONS MISSION TO SAUDE ARADTA 
o/o  AN@IICAN EMBASSY 
SIDA, SAUDT ARABIA 


(Consignee) 


GSeO0F}9519eF 
(Purchase Contract umber) 


47040407 00255"40014002 


FOA Requisition lumber 





BOLUS 
(homencleture) 


The FOA Requisition Number ond Nene of recipient ccuntry shall be in characters 
et least equal in height to shipper's marks. 


In addition to the standard marks indicated above, suppliers shipping material 
out of the United States or its Possessicns shell effix inscfer as practiceble 
in indelible print of suitable size the inscription - UNITED STATES OF AMERICA - 
en ell export containers end all goods shipped uncrated other than bulk cargoo 


NOTE: Emblems will be supplied upon request adcressed tos EPS, Liaison Officer, 
Room 6011, Regional Office Building, 7th & D Streets, S.W.e, Washingten 25, Doe 
Pleese specify exact quantity and approxime¥e size required. For exemple: (1) 
Each book shculé be labeled with e gummed paper label approximetely 2 205 SQUEres 
(2) Bach garden type insecticide hand snrayer should be leheled on the tank 

body with a 2" square decelconeniae (3) Each jeop, truck, or cther machinery 
should be labeled with a 4" square decalcesmanie on beth sides of the cab or other 
prominently visible location, 






1, This contract is entered into pursuant to the Federal Property and 
Administrative Services Act of 1949, (63 Stat. 377), as amended, the 
Economic Cooperation Act of 1948, (62 Stat. 137), as amended by the 
Mutual Security Act of 1951, (65 Stat. 373), as amended, and Executive 
Order 10476, dated August 1, 1953. 


2. INSPECTION: 
The material covered by this contract is subject to inspection by the 


Government, or its designee, to determine quality and conformity to 
Manufacturers’ Catalog Numbers, quantity and required export packing, 


3. PACKING: 


All equipment and material shall be export packed for safe transportation 
by Ocean Freight. 


4, PAYMENT: 
Payment will be made by the Exemination Branch, Central Office, General 
Services Administration, 7th & D Streets, 5. W., Washington 25, De Co, 


upon receipt of the following documents: 


Three (3) copies of invoices which shall be additional 
to any invoices as may otherwise be required, 


Five (5) copies of packing list. 


The original copy of each invoice shall have printed, stamped or typed 
thereon the following certification, to be signed by the Contractor or 
his duly authorized representative, with his title indicated. 


"I cortify that the above bill is correct and just and 
that payment therefor has not been received." 


COMMODITY CLASS CODE NO, 6809 MUST BE SHOWN ON ALL INVOICES 


en ere een ene mene ne et noe 


All expenses incident to the preparation and submission of required 
documents shall be et the Contractor's expense. 


GSA-WASH Dc 54-62h8 


Continuation Sheet No. 5 of Contract No. GS-Q0P = 1ShIeF 


TERMS OF DELIVERY 
The term "F.A.5. Vessel, Port of Shipment," to which this contract 
is subject, moans: 


(a) Delivered, froe of expense to tho Govermiont, alongside 
overseas vosscl and within reach of its loading tackle; 


(b) That it shall be the responsibility of tho contractor to 
do tho followings 


(1) Place goods alongsido vossol or on dock dosigneted 
(within roach of vessel's loading tackle) and provided 
by or for the Govermnent on dete or within tho poriod 
fixods; assuao and pay any heavy lift or other chargos, 
whoro necessary, up to this point; 


(2) Provide gleen dock or ship's recoipt; 


(3) Bo responsitlo for any less or demegc, or both, until 
x i J b] 9 
goods have boon delivered alongside tho vossel, or on 
the dock, within reach of vossol's loading tacklo; 


(4) Render the Govermiont, at tho Govornront's roquost and 
expenso, assistance in obtcining tho docuwents issucd in 
tho country of origin, or of shipment, or of both, which: 
may be roquirod cither for purposes of sxportation, or 
of importation at destination. 


GSA-WASH DC 54-3323 


Continuation Sheet No. @ of Contract No. GS-00P= 195 
EXAMINATION OF RECORDS 


(a) The Contractor agrees that the Comptroller General of the 
United States or any of his duly authorized representatives shall, 
until the expiration of three years after final payment under this 
contract, have access to and the right to examine any directly 
pertinent books, documents, papers, and records of the Contractor 
involving transactions related to this contract. 


(b) The Contractor further agrees to include the following 
provisions, with appropriate insertions, in all his subcontracts 
hereunder; 


(Name of Subcontractor ) agrees that 

The Comptroller General of the United States 

or any of his duly authorized representatives 
shall, until the expiration ef three years 

after final payment under prime contract 
(Contract symbol and number __) between the United 
States of America and (name of Contractor), have 
access to and the right to examine any directly 
pertinent books, documents, papers, and records 
of (Name of subcontractor) involving transactions 
related to this contract, 


ASSIGNMENT OF CLAIMS (This voids and replaces Article 5 (Assignment of 
Payments) of Special Program Contract Terms, 
Revised July 15, 1949) 


ae Pursuant to the provisions of the Assignment of Claims Act of 1940, as 
amended (31 U.S. Code 203, 41 U.S. Code 15), if this contract provides 
for payments aggregating $1,000 or more, claims for moneys due or to 
become due the Contractor from the Government under this contract may 
be assigned to a bank, trust company, or other financing institution, 
including any Federal lending agency, and may thereafter be further 
assigned and reassigned to any such institution. Any such assignment 
or reassignment shall cover all amounts payable under this contract and 
not already paid, and shall not be made to more than one party, except 
that any such assignment or reassignment may be made to party as agent 
or trustee for two or more parties participating In such financing, 
Notwithstanding any other provision of this contract, payments to an 
assignee of any moneys due or to become dve under this Contract shall 
not, to the extent provided in said Act, as amended, be subject to 
reduction or set-off, 


b, Inno event shall copies of this contract or any plans, specifications, 
or other similar documents relating to work under this contract, If 
marked "Top Secret", "Secret", "Confidential", or "Restricted", be furnished 
to any assignee of any claim arising under this contract or to any other 
person not entitled to receive the same; Provided, that a copy of any 
part or all of this contract so marked may be furnished, or any informa- 
tion contained therein may be disclosed, to such assignee upon the prior 
written authorization of the Contracting Officer, 


GGA-WASH DC 54-714 


BD cencvar services aoninistration @ 
REGIONS 
FEDERAL —-SUPPEF-SERVITE 


Contract No, G8~O0PW19519~8 


Req. No, _4700407009255e4001e4002 


The information asked for below is to be furnished if Contract exceeds 
$10,000 and is to be made a part of this Contract, 


The material offered is to be manufactured or supplied by 





BTGAMASTER AUTOMATIC BOLLE COey 5819 COMPTON AVSey LOS ANGEIRS, CAbe 


(Name of Plant) (Location, City, State) (Name of Plant) (Location, City, State) 





(Name of Plant) (Location, City, State) (Name of Plant) (Location, City, State) 





(Name of Plant) (Location, City, State) (Name of Plant) (Location, City, State) 





(Name of Plant) (Location, City, State) (Name of Plant) (Location, City, State) 


To be shipped to the — ommarser conn — ™ vei — 
Government by STRAMASTER AUTOHATIC BOTLEN CO, 10s SHGUTAS , CALI. 


(Name of Plant) (Location, City, State) 


R3-214 


aes. wie AK ES Gatar uaoru WOR2 


e Contract No. @vc2-1 518-7 


Req. No. 470-040700-255-4001-4002 


Purchase Unit 2 (S&CM) 


To: GENERAL SERVICES LDMINISTRATION, EMERGENCY PROCUREMENT SERVICE. 
Seventh and D Streets, S. We, Washington, DB. C, 


The undersigned offers to furnish, at the prices stated, the following: 


DESCRIPTION QUANTITY UNIT PRICE TOTAL PRICE 
Recipient Country and Code: Arabia 470 
Commodity Class Codes 7208 
Item 4 = . 
Fans, electrical, exheust type to be Allon 
Model RoH. 24 typo, roof fans 1/4 HP for 
operating on 115~120 volt single phase, 
60 cycle LeCe 4 cach lot $1,355 029 


Units are to be complete with penthouse, 
automatic dampers, directional baffles, 
etc. Capacity 2400 C.F.M. at 1/4" SP. 
The motor is to be mounted outside tho 
housing and it must be dustproof and 
woathor proof, 


Packed for Export 
FOA Emblems are required, sce page 3 attachod, 


Contractor shall furnish the necessary installation 
plans and operating instructions. 


Attached continuation sheets nos, 2 thru 6, Special Program Contract Torms (Reve 
July 15, 1949) and General Conditions for Special Program Contracts (Rove 
Nov. 24, 1950) arc horoby made a part of this contract. 


The Contractor roprosonts that the aggregate number of employees of the Supplier 
and its affiliates is 500 or moro less than 500. 


Execute Page 2 Jittachod. 





aio earpiece rym nse eA 


DELIVERY: March 15, 1954 - FAS Vessel, Port of Shipmont, New York 


Discount Not porcent 30 eclendar dayse 








Picker International Corp, 
300 Fourth fvenuc 


Now York 10, New York 
(Name of firm or individual and address) 


Date January 28, 1954 By__ (Signed President 
Signature and title 


“He. Cy Maul], dre 


ACCEPTED BY THE GOVERNMENT: 





Deto_ February 1, 1954 Title. Director, Purchase Division 


Continuation Sheet No. 2 of Contract GS-00P= 19518=T 


"Ten days prior to availability of material for shipment, you are to 
complete and forward GSA Form 489, "Notice of Availability and Application 
for Shipping Instructions" as follows: 


A, Original and 1 copy to: 


General Services Administration 
Emergency Procurement Service 
Storage & Transportation Division: 
Washington 25, D.C. 


Be One copy to: 
General Services Administration 
Federal Supply Service 
Attn: Chief, Inspection Division 
(Region No. and address as indicated on Form 489)" 


MARKINGS FOR THIS CONTRACT ARE: 


SEK 
c/o ) 

( 

{ 

{ See Page 3 
CONTRACT NO. ( Attached 


REQUISITION NO. 
NOMENCLATURE 


"the bidder / (er) contractor/ represents: (a) that he / / has, /x/ has not, 
employed or retained any company or person (other than a_full-time bona-fide 
employee working solely for the bidder L or) contractor/ to solicit or secure 
this contract; and (b) that he if has, has not, paid or agreed to pay 

to any company or person (other than a full-time bona-fide employee working 
solely for the bidder me eontractor/) any fee, commission, percentage or 
brokerage fee, contingent upon or resulting from the award of this contract, and 
agrees to furnish information relating thereto as requested by the contracting 
officer, (Note: For interpretation of the representation, including the term 
"bona-fide employee," see General Services Administration Regulations, Title 

44 secs. 150.7 and 150,.5(d) Fed. Reg. Dec, 31, 1952, Vol. 17, No. 253), 


Picke erpational Cor 


Name of Contractor 


(Signed) » President 


Signature and Title 


GSA-WASH DC 54-685 


Continuation Sheet Noe 3 Qportract GS~00P-19518=T 6 


FOA EMBLEMS REQUIRED ON EACH INDIVIDUAL ITEM 


MARKING: FOA emblem is required. Each wit of each item shall be lnbeled with 
the FOA emblom in a conspicucus place, in addition, #11 shipping containers, 
Whether ooxes, oases, barrels, drums, bales or sacks, shell be labeled with 
the FOA emblem, All such emblems must be firmly ettached ond protected from 
obliteration or removal due to hendling in shippinge The FOA emblem for exch 
individual item shell be es large as can be used practicebly and should 
preferably be decalcomaniae The FOA emblem for the outside of all shipping 
conteiners shell be et leest twice the height of the lettering used for the 
shipper’s markings and may be of papers 








Each shipping container shall be stencilled, brended cr lebeled as follows: 


U. S. OPERATIONS MISSION TO SAUDI ARABIA 
c/o AMERICAN EMBASSY 


JIDDA, SAUDI ARABIA 


(Consignee) 


GS=C0P-19518-T 
(Purchase Contract Number} 





47.C=040700-255=4001=4002 
FOA Requisition Number 





BIRCTRICAT 


FANS 
cmrelaiaral 


The FOA Requisition Number and Name of recipient ccuntry shell be in characters 
at least equel in height to shipoer's markso 


In addition to the standard marks indiceted above, suppliers shipping material 
cut of the United States or its Possessions shall effix insofar as practiceble 
in indolible print of suitable size the inscription - UNITED STATES OF AMERICA - 
on all export contciners end ell goods shipped uncrated other than bulk cargoo 


NOTE: Emblems will be supplied upon request agcressed to; EPS, Liaiscn Officer, 
Room 6011, Regional Office Building, 7th & D Streets, Se, Viashington 25, Dele 
Please specify exact quantity and approxime¥e size requircds For example: (1) 
Each book should be lebeled with e gummed peper lebel approximately 2° SQUErEs 
(2) Each garden type insecticide hand spraver should be lebeled on the tenk 
body with a 2" square decelcomeniae (3) Each jeep, truck, cr cther nechinery 
should be labeled with a 4" square decaloomanie on beth sides of the ecb or other 
prominently visible location, 





@ & 


Continuation Sheet No, W of Contract Noy S800P- 195187 

TERMS, CONDITIONS AND SPECIFICATIONS 

1. This contract is entered into pursuant to the Federal Property and 
Administrative Services Act of 1949, (63 Stat. 377), as amended, the 
Economic Cooperation Act of 1948, (62 Stat. 137), as amended by the 


Mutual Security Act of 1951, (65 Stat. 373), as amended, and Executive 
Order 10476, dated August 1, 1953. 


2. INSPECTION: 
The material covered by this contract is subject to inspection by the 
Government, or its designee, to determine quality and conformity to 
Manufacturers’ Catalog Numbers, quantity and required export packing, 


3. PACKING: 


All equipment and material shall be export packed for safe transportation 
by Ocean Freight, 


4, PAYMENT: 
Payment will be made by the Examination Branch, Central Office, General 
Services Administration, 7th & D Streets, 5. We, Washington 25, De Ce, 


upon receipt of the following documents: 


Three (3) copics of invoices which shall be additional 
to any invoices as may otherwise be required. 


Five (5) copies of packing list. 
The original copy of each invoice shall have printed, stamped or typed 
thereon the following certification, to be signed by the Contractor or 


his duly authorized representative, with his title indicated. 


"I cortify thet the chove bill is correct and just and 
that peyment therefcr has not been received," 


COMMODITY CLASS CODE NO, 7208iUST BE SHOWN ON ALL INVOICES 


All expenses incident to the prepsration and submission of required 
documents shall be ct the Contractor's expense. 


GSA-WASH DC 54-6248 


Continuation Sheot No. § of Centract No. 


CHRUS OF DELIVERY 


GS-00P = 9518.7 


The term "F,A.5,. Vessel, Port of Shipment," to which this contract 


is subject, means: 


(a) Delivered, free of expenso to the Govermuont, alengside 


cversces vossol and within reach of its loading tackle; 


(b) That it shall be the 
do tho followings 


(1) Place goods alongside voss 
(within reach of vosscl's 
by or 


rosponsibility of ths 


contractor to 


ol or on dock cosigneted 
toate tackle) and provided 
for the Govarmuont on dete or within tho poriod 


fixods assume and pay any heavy lift or other chargos, 


whero necessary, up to this points; 


Bs 


(2) Provide eloen dock cr ship's 


(3) Bo rosponsiblo for any less or demegc, 


recoipt; 


or both, until 


goods havo beon dolivored alongside the vosso a or on 


the dock, within ruach of vossol's lo 


(4) Render tho Govornont, 


at the Govornnent's 


veding tac 


aquest end 


expense, assistance in obtcining the documents issued in 


tho country ef origin, 
may be roquired cither for 
of imvorteticn at cos 





GSA-WASH DC 54-3323 


or of shipmont, 
purposes of 


or of both, which 
exportation, or 


Continuation Sheet No. 2 of Contract No. GS-OQ0P= 195 
EXAMINATION OF RECORDS 


(a) The Contractor agrees that the Comptroller General of the 
United States or any of his duly authorized representatives shall, 
until the expiration of three years after final payment under this 
contract, have access to and the right to examine any directly 
pertinent books, documents, papers, and records of the Contractor 
involving transactions related to this contract. 


(b) The Contractor further agrees to include the following 
provisions, with appropriate insertions, in all his subcontracts 
hereunder; 


(Name of Subcontractor __) agrees that 

The Comptroller General of the United States 

or any of his duly authorized representatives 
shall, until the expiration ef three years 

after final payment under .s contract 
(Contract symbol and number) between oi United 
States of America and (name of Contractor of Contractor), have 
access to and the right to examine any “to examine any directly 
pertinent books, documents, papers, and records 
of (Name_of subcontractor) involving transactions 
related to this contract. 


ASSIGNMENT OF CLAIMS (This voids and replaces Article 5 (Assignment of 
Payments) of Special Program Contract Terms, 


Revised July 15, 1949) 


& Pursuant to the provisions of the Assignment of Claims Act of 1940, as 
amended (31 U.S. Code 203 » 41 U.S. Code 15), if this contract provides 
for payments aggregating $1,000 or more, aladue for moneys due or to 
become due the Contractor from the Government under this contract may 
be assigned to a bank, trust company, or other financing institution, 
including any Federal lending agency, and may thereafter be further 
assigned and reassigned to any such institution. Any such assignment 
or reassignment shall cover all amounts payable under this contract and 
not already paid, and shall not be made te more than one party, except 
that any such assignment or reassignment may be made to party as agent 
or trustee for two or more parties participating in such financing, 
Notwithstanding any other provision of this contract, payments to an 
assignee of any moneys due or to become due under this Contract shall 
not, to the extent provided In said Act, as amended, ba subject to 
reduction or set-off, 


b, In no event shall copies of this contract or any plans, specifications, 
or other similar documents relating to work under this contract, if 
marked "Top Secret", "Secret", "Confidential", or "Restricted", be furnished 
to any assignee of any claim arising under this contract or to any other 
person not entitled to receive the same; Provided, that a copy of any 
part or all of this contract so marked may be furnished, or sny informa 
tion contained therein may be disclosed, to such assignee upon the prior 
written authorization of the Contracting Officer, 


GSA -WASH DC 54-714 


S  ] 
Req. Now 470-040700—255-4001-4002 
AMENDMENT NO. 1 TO CONTRACT GS~00P-19517-T 
between 
INTERNATIONAL GENERAL ELECTRIC COMPANY 
and 
GENERAL SERVICES ADMINISTRATION, EMERGENCY PROCUREMENT SERVICE 


It is mitually agreed that Contract G5-00P-19517-T shall be 
amended to read as followsi~ 


DELETE - Item 3A = Storage Tanks - Code 6719 
leach ~ %403,40 
AND ADD -Item 3A - (sub one) 


Fuel oil Storage Tank shall be cylindrical, 
1500 gallon capacity, 65" diameter x 108" 
long including bumped heads, Heads and shell 
shell bear the Underwriter's Label for 
storage of hazardous liquids above ground. 
After fabrication, tank shall be tested 

to withstand 54 air pressure and shall 

be painted one coat of red lead high 
penetrating primer, Openings s':c11 be 
provided as follows: 18" manhola with 
bolted cover, 3" fill, 2" VENT, 2" pauge, 

2" suction and 13" return, Tank to include 
two 6" high steel support saddles shipped 
loose for horizontal ahove ground mounting 
and to be a product of the Buffalo Tank 
Corp. or approved equal, As an accessory 

one 3" strainer for the 3" fill and one 
sediment filter 3/4" inlet and outlet to be 
furnished with tank, Filter to be inserted in 
the fill line on the site. 


leach - 4.03040 
No change in total price of the contract, 
All other terms end conditions of the contract shall remain 


unchanged and the contract, as hereby amended, shall remain in full 
force and effect. 


NTSRIATIONAL GIIESRAL ELECTRIC CO. Contract No. GS-OOP-19517-T 


~2- Req. Now ':70-0h0700=255-L001 L002 


This amendment is entered into pursuant to the Federal Property 
and Administrative 3ervices ‘ct of 1919, (63 Stat. 377), as amended, 
the Economic Cooperation Act of 198, (62 Stat. 137), as amended, the 
Act for International Development, (6!) Stat. 20)), as amended by the 
Mutual Security Act of 1951, (65 Stat. 373), as amended, and Executive 
Order 10:76, dated sucust 1, 1953, 


ACCEPTED BYs avCEPTED BY; 


INTERNATIONAL GENERAL ELECTRIC CO, UNITED STATES GOVERIMENT 


BY (SIGNED) BY (Signed) H. ¢. Faull, Jr, 
H, C, Maull, Jr, 





TITLE Cormerical Vice-President TITLE Director, Purchase Division 


DATE May 21, 195) DATS May 28, 195) = 








anvvencasnseatsenaneneotey 





: FORM TCA.1 ft ; & 
3 6.2.52 TECTPRICAL COGPERATION ADMINISTRATIGN 
i _ PURCHASE &UTHORITY 





| COOPERS Cia ee | he ee ee ee ee 
: SAUDI ARABIA : PA 470-040700-255-4001 

; 
Latics sat esti ee roalveRYPERICD SS 
= y PROJECT Be AS ge ' As soon as possible 


1 APPROPRIATION AND ALLOTMENT 
‘T= “112 /a1019 SRG 34701 Obl. No. 259 


£1, AUTHORIZATION. Undar authority contained in the Act for | } vlorsaiioeal Gevslopmnbs as the Mutaat Sonik: et of 1951, i 
; as amended, and pursuant to Standard Terms and Conditions apticable to TCA Purchase Authorities, dated 1952, the 2 
items described in paragraph 2 are hereby authorized to be jinanced or procaretha as kdeslneints in paragraph 4 hereof; 


Quarantine Stations 





enene ory 





acoaenenanings 
1 
sasenanepeaneraneananenonngeconny Fy 








(This Purchase Authority may be used only for the following 
‘commo dit ties in amounts not to exceed 20% more than each of 
ithe values shown, provided the total doss not exceed maximun 
‘amount as shown above. 


peenevoresesesouoneqnceesecseer) 


rheerocarusecnasenescesecanssachareseys seeza: 


3 ‘ 
? 8801 Scientific and Professional Instruments, Apparatus end 





*NOTE: It is requested that procurement be accomplished and 
that delivery of the completed unit be made PAS 
, 3S. PORT no later than Februs ary i, , esi 


i ‘Supplies 24,000.00 i 
6809 lifiscellaneous Iron and Steel Iimished Products, N.8.C. 17,000.00 
: 6719 1 Fabricated Iron and Steel Products 3,000.00 
7208 iscellansous Industrial Electrical Apparatus, %.E.C. 5,000.00 i 
: i 49,000.00 : 
i | PLEASE EXPEDIE PLEASE RXPEDITE i 

f Se See pee Mace sas 

' 

' 

' 

' 

' 

t 





ir SPECIAL INSTRUCTIONS Procurement to be accomplished on a wait basis insofar 2s 
ira acticable. Consiga to: American Embassy, Jidda, Saudi Arabia, for U. S, i 
Dperations Hission to Saudi Arabin. 11 crates should be marked with PA H 
po. 470-040700-255=4001 


ra METHOD OF FINANCING ; 





SF-1151 Advance to GSA Gaps i 
: 






Jane 4, 1954 Acting Chief, Prog 
“(Date) tra 
P io 


“| for the Cooperating ‘Counts “_ 





ADATaNEAbOnRueneenccnennecdnazunsnenaceneens EUCRUTEN NE DEERCUCUPAUNLEETS COUESDIEET 


nedsuuguaspenperseavnsunsoervussapezennrcaneneatepenesasesunt san 








52 
TECHNICAL COOPERATION ADMINISTRATION H 
i ~-040700—~ H 
SPECIFICATIONS SHEET FOR 0 Beveseeoo Seen ee OD, eeceeesceecens 
COMMODITIES AND SERVICES PAGE 2 of 6 i 
t Mov QUANTITIES / DESCRIPTION / SPECIFICATIONS | ESTIMATED: 











STERILIZER: 


he 
Ms 


a. 4 each sterilizers to be pressure type steam jacketed for' 
operation at 15 to 17 pounds pressure. It shall be rectangu- 
lar in shape, measuring 60" wide by 66" high and 96" long ine! 
side dimensions, It shall have two doors - one at each end | 
and, in addition to being prepared for sterilization with | 
steam at 250° c,, shall be equipped for disinfection with a! 
vacuum type formaldehyde ammonia generator. bs 


b. ‘Two shells which form the steam jacketed body shall be 

of open hearth flange steel quality 55,000 to 65,000 tensile 
strength. Longitudinal seams of both shells shall be double ; 
butt electrical welded. For wall reinforcement there shall 
be provided in the steam space between jacket and chamber : 
‘shells, horizontal, reinforcement members for sides, tops, | 
and bottom walls formed from net lighter than’ 1/4" ‘steel 
tee sections spaced on 8" centers with ample circulation at | 
ends. Stem of tee section shall be welded on both sides to 


the outer wall of inner chamber. Outer jacket shall ‘be 
welded to flat sides of tee section on 8" centers horizontally 
and longitudinally through 1" x 2" slots on jacket. The 

door and frame shall be made of steel and electrical welded 
‘to both inner and outer shells. Groove for gasket is to be 
machined dovetailed so that the gasket, pressed in under heat 
is securely retained, ' 


c. Hach shell shall be capable of separately withstanding 
50 pounds hydrostatic pressure for operation xt 18 pounds 
maximum gauge pressure, All cetails of construction and 
materials shall comply with A.5.M.E. code and completed 
sterilizer shall bear stamp of A.S.H.E. and National Board 
of Boiler and Pressure Vessel Inspector. 


d. Door shall be constructed of open hearth homogenous flange 
steel 55,000 to 65,000 pounds tensile strength dished 5" ‘ 
deep having the ssorchens reinforced with a 5/@" thick circular 

flange steel plate continuously welded to the door, Radial | 
locking arms shall be taper turned spring stcel actuated by | 
central hand welded mechanism through bell and socket con- | 
nection. Central plate shall have a ball bearing thrust to | 
prevent friction and wear. Door shell swing freely on davits: 
of heavy section .40 carbon steel shafting with long radius 
bonds and with adequate provisions for horizontal and verti-+ 
eal adjustments. Door to be fitted with a device to prevent | 


w pparate sheets for codes: a) 0100-2203; & 8914; c) 8990 and d} 9209. For items fess @sv0.00 see instructions, 


/ 


we ee er en ee sean ensansennenntsurssruararenseuneutinscannsnsetencayarsnnensuaeusncennneenesnsranentery revsnocunennnonsunsesyrenuuccsnanessenegunngyeveenssn tae nUte 
CS TCA-2 r ; REFERENCE NO. @ i 


TECHNICAL COOPERATION ADMINISTRATION 


: - 470 0-255-400 : 

SPECIFICATIONS SHEET FOR — Sea OOS S EE ennnannmerenned 

COMMODITIES AND SERVICES : PAGE 3 of a i 
te CUANTITIES 7 DESCRIPTION 7 SPECIFICATIONS ESTIMATED | 

NO. “oes, fltelude Caiatogue Name, Number & Source as / Appropriate) ee _cOst in : 


its being closed steam tight until the locking bars have 
first been engaged behind the body and ring and to prevent 
the disengsging of the lockirg bars until the steam pressure 
has been released. 


valves. ach valve handle shall be plainly merkel to indi- 

cate its function. Steam entering the chomber shall be dif- 
fused by a deflector te pruvent wetting contents. Discherge : 
of air and condensate from chander sixll be automatic. ois 
charge line shall contain thermozeter accurate within 1° and 
shall include thermostatic trap. Charbcr drain to be fitted : 
with sediment sereen removable for clesning without the use 

of tools. 





f.. Sterilizer equi ‘ped for direct steam heat. Sunply line 
shall have protective steam strainer, automatic pressure re-' 
ducing and regulating valve set to maintain 15 pounés (250°F.}) 
in chamber and steam supoiy valve. Discharge line from jackst 
shall include thermostatic a 


e. Sterilization functions shall be ccntrolled by separate .: 





g. Valve to be Jenkins neeey duty type designed for operat- 
ing at 150 pounds pressure lines; each h iads shall be of 
bakelite. 


h. Flor stand shall consist of two steel I*beam ‘one sup- 
ports, finished in black enamel. 


i. Other equipment shall include pressure jacket and chan- 
ber gauges, and jacket safety valve set to release at 20 
pounds. 


j. Finish. Interior of chamber and door are to be finished 
with a coating of heat and moisture resistant paint. Entire 
exterior to be finished in heat resistant black enamel. 


k. Interior equipment. Sterilizer shall be equipped with 

a shelf type car.(5 shelves) of galvanized steel. Car to be 
fitted with drop wheel attachment at each end. Car to be 
mounted on four roller bearing wheels, and interior tracks 


to support car shall be of galvanized stcel. 





1. Sterilizor shill be Wilmot Castle catelog #6696-B or 
approved equal, 


Separate sheets for codes: a) 0100-2203; &) 2300-3914; c} 8990 and d) 9300. For items less than $500.00 see instructions. . : 
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26.2.82 = 
TECHNICAL COOPERATION ADMINISTRATION i 

: 470~040%00-255~4001 i 

SPECIFICATIONS SHEET FOR fe-anenne nettntanecensnastecnerarsnaennhaanennened i 

i PAGE 4 of 6 i 





COMMODITIES AND SERVICES 


TEM ITIES / DESCRIPTION / SPECIFICATIONS ESTIMATED: 
_Alnclude Catalogue Name, Number & Source as Appropriate) cos ‘a 


acauanongvcossenenaransnensiiny Haven oauravunsapuneearedbeneny tie) 





Coda 6809 
BOTLERS 


a. 2 each (80 h.pe) Steamaster Scoth-Marine boiler planta. 
Type S.Mi.I. mounted on rigid steel platforms, flue gas col- | 
lect, ng HEVE oil burners, type '.M.5H using white diesel AP] eri 
360 a induced draft fan with direct connected motor 

and including oil solenoid valve, air adjustor, electric 

spark transformer, clectric ignition points, electric flame 

failure protection, steam pressure control switch, water 

column, safety valve sct up to 100# pressure, steam gauge, 
| tri-cocks, water gauge, McDonnell-Miller pump control with 
low water cut-off, 


b. “nit to be shipped completely assembled so it is only 
necessary to connect electrical wiring to terminal strip, ' 
connect oil to burner, connect steam and water piping. 4 


c. Unit satisfactory for operation without large outside 
stack, only flue necessary being minim weight required to 
discharge gasos to atmosphere, 


d. Hach unit capacity 3900 pounds per hour or total of 
7800 pounds per hour from and at 212°f, 


mately 40 square feet. 


f. All units to be built in strict accordance with latest 
regulations of A.S.M.E. construction code for 100 pounds 
working pressure, and furnished with manufacturers data 
report signed by duly authorized inspection service required 
by same. 


g. Hlectrical characteristics: 220 volt three-phase 30-60 
cycle A.C. Control circuit - 110 volt single phase 60 cycle 
A.C. 


h. Stesmaster. dual condensation unit to consist of 1 
30" x 60" condensate receiver tank on legs (tank to be re~ 
movable fror legs.) 


i. Automatic city water make-up valve with y-strainer and 


\ 
e. Each unit to have a steam disengaging surface of approxi- 
\ blowdown; 2 centrifugal type boiler feed pumps, each with 


") 
i Borate sheets for codes: a) G300-2202; wl: 8934; c) 6990 and d) 9360. For items less HQ sco see instr ructions. 





© gine nsannnn aioe sincusueesvnsesevniionegenavunensiioansvsesorasie Herons Leenensieen nenieveianugegeoisn rrsnnesneia rnoaneavenananneeernnsaunensnny 
pu TCA.2 ed : REFERENCE NO. i 
- 42 5 ; i 


TECHNICAL COOPERATION ADMINISTRATION A H 
SPECIFICATIONS SHEET FOR feveecseeeeeeeeece Se ccsminscont i 
_COMMODITIES AND SERVICES : PAGE 5 of 6 i 


“QUANTITIE ON / SPECIFICATIONS = ES EST iMared 


Lie cluds Catalogue Name, ‘Number & Source a Appropriate) COST 






s 
3 hype, 220 volt three phase 60 cycle A.C. ball bearing motor: 

1 and starter; cach pump to have a capacity of 6900 pounds HO | 
at 210° against a2 100 pound boiler pressure, inciuding 
shut-off valve between tank and each pump, y-strainer with 
blowdown installed between tank and each pump, check valve 
for use between each pump and each boiler. 


j. Tank to be equipped with Ho0 gauge and thermoneter. 
Code 6719 





a. 1 each Fuel Oil Storage Tank shall be cylindrical, 1500 
gallon capacity, 65" diameter x 108" long including bumped 
heads. Heads and shell to be of 3/16" steel plate and tank 
shell bear the Underwriters! label for storage of hazardous 
liquids aboveground, After fabrication tenk shali be tested 
to withstand 5# air pressure and shall be painted one coat 
of red lead high penetrating primer. Openings sh2ll be 
provided as follows: 18” manhole with bolted cover, 3" fill, ! 
2" vent, 2" gauge, 2" suction and 1-1/2" return. Tank to in- 
clude two 6" high steel support saddles shipped loose for 
horizontal aboveground mounting and to be a product of the 
Buffelo Tank Corporation or approved equal. As an accessory 

sediment filters with 3/4" inlet and outlet are to be fur- 
nished with tank, Filters to be inserted in the fill line 
on the site. 
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| STORAGE TANKS 
two 3" 


b. 1 each Feed Water Reservoir shall be cylindrical, 2500 
gallon cepacity, 72" dismeter x 12'8" long inclucing full 
dished heads, shell to be 1/4" atecl plate and heads to be 
5/16" stecl plate one piece construction. After fabricatian 
reservoir shall be tested to withstand 75# hydrostatic 
pressure and shall be painted one coat of red lead high 
penetrating primer. Openings sholl be provided as follows: 
one 11 x 15 boiler type manhole in the head. 2" inlet, 

2" outlet, 1-1/2" drain, and two 1-1/2" float valve con- 
nections. Reservoir to inclu*e two 6" nigh steel support 
safdles shipped loose to provice for horizontal aboveground 
mounting and to be a procuct of the Buffalo Tank Corporatio 
or approved equal. As an accessory onc 1-1/2" bronze ball 
cock type float valve is reyuired. Valve to be installed on 
the site, 
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: Soparate sheets for codes: a) 0100.2203 . b) 2300-8914; c) 8990 and d} 9300. For items less than $500.00 see instructions, 
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TECHNICAL COOPERATION ADMINiSTRATION 
SPECIFICATIONS SHEET FOR 
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COMMODITIES AND SERVICES PAGE © of 6 
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“QUANTITIES | / DESCRIPTION / SPECIFICATIONS 


Code 7208 
EXHAUST FANS 


a. 4 each exhaust type electrical fans to be Ailen motel 
R.H. 24 type roof fans 1/4 h.p. for operation on 115-120 
volt sinrlc phase 60 cycle A.C. currant. 

Units arc to be complete with penthouse, automatic dampers, 
directional baffles, etc. Capacity 2400 C.F.M. ut 1/4" 

S.P, The motor is to be. mounted outside the housing 

and it must bo dustproof and weather proof. 


Suppliers mst furnish the necessary insta sllation plans and 
met. instructions. 


Gonsten to: American Embassy 
For U.S. Operations Mission to Saudi arsbia 
Jidda, Saudi Arabia 


Markings: Each shipping package to be plainly inscribed 
with usual markings and"Quarantine Stetion." 


Packing: Standard Export. 


(Include Catalogue fame, Number & Source a3 Appropriate) 


ni 


see 
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\. Separate sheets for codes: a) 0100-2253; 


e 914; c) 8990 and 4) 9300. For items tess Q20 see instructions, 









a: Gi OPERATIONS ADTuTSTRA TION a) 


aL COUPERA TION ALAMMSTOR TION. i 
PURCHASE AUTHORITY i 
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OPERATING C 
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. BA NO, 

wooo eeennnwnewe ne nn ne POUL ARABIA Sb ccaa sant! 070407000 164008 os sncnenees 

} OPERATING AGENCY | MAXIMUM AMOUNT $ 

eriecedemd Mini atry OF HOath cs asaheecccasencneceneoeeea MA Q00000._..-snecenensn 
: Petit "CONTRACT PERIOD 
i ...A8_soon as possible ow. 
i_..Hlealth and Sanitation ( DELIVERY PERIOD 

; PROJECT ; ee 4s soon ag possible 
i 1 APPROPRIATION AND ALLOTMENT 
os Quarantine | Sta tions : Ten112 e/41019 =401470 Obl. noe 2 
i Py, AUTHORIZATION. Bnd astbadty cttsined | in ths Act tr iaataieell Dasetepnisat xd the Mutual _ Act of 1951; 
} as amended, and pursuant to Standard Terms and Conditions applicable to TCA Purchase Authorities, dated . 1952, the 

items described in paragraph 2 are hereby authorized to be financed or procured as designated in paragraph 4 hereof 
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H ' ' 

i ' : 

Hy ' o 

i 4 ' Scientific and Professional Instruments, Apperatus ‘ 

i and Supplies ‘41,000.00 
i ‘ 

i See specification sheets attached to PA 470-040700-255-4001.: 

i, This PA provides additional funds for purchase of equipment 

i listed in PA 470-040700~255-4001, 


vadesseanasannecassensceseatoeasecsesecenesscecoaeanegeeeion: 


REF; TOUSFO 186 dated November 2, 1953, 


syeeesecesenzaan 


£3, SPECIAL INSTRUCTIONS 
Same as PA 470~040700-255-4001 herewith. 


i 





Jan. 4, 1954 
} 


cannon AOUENE Chief, Program Vethods and. Ensen’. ctor 
(Date) (Title) (For the Administrator) 
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(Date) (Title) . (For the Cooperating Country) 
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TT x au i aeelue. & 
reese Gare Sevices INVITATION, BID, AND AWARD) “G8°50E"30019-(2) "WO. [Pact 
Administration, Nov. 1949 Edition (SUPPLY CONTRACT) | ORDER NO. 1 6 

{If uns) 
ISSUED BY ieee te ADDRESS 
General Services Administration 7th &@D Streets, 5S. Wi, 


ieongenty Procurement Service Washington 25, D, C. 














DATE {SSUED 


ansentnnnen renineatilviminssrmnennynmen’. saree) Hina aet YEA MOTE ETE AN PHIAAENI OER On wine ane NOM RETFOyt: SteKtne MEMES meee mpereepte GR Ste Rape ey ae esate ime wise 4 





SCHEDULE 

pon ornate cee pe QUANTITY 
ITEM SUPPLIES OR SERVICES (Number of 
NO, units) 














The undersigned offers to furnish at the prices and on the terns 
stated herein, subject to the attached i’ Prbvisio s and Special 





|Frogram Contract Provisions, the followin 


Industrial Machinery, as stated on I 
continuation sheet iio, 3, packed for expot 


























jdelivered August, 1954 ~ FAS vessel port 
shipment New York, N.Y. $1,180.00 
Recipient Country and Code: Saudia A - 47 | 
Commodity Class Code: 780 | 
oe : Bretreid cae | pate P-L—54 “TS TAQ an 
percent, 10 calendar days;... geen, 20 calendar days;.... 22 coer percent, 30 calendar days. 


BIDDER REPRESENTS: | (1) That the aggregate nuraber of etaplayees of the bidder and its affiliates is (2 500 or more, [7 less than 50 
(Check appropriate boxes) (2) That heisa () regular dealer in, g manufacturet of, the supplies bid upon, 


a Ta c-| ‘ wes PUR acigeag, Ht Fe com many ce mrvemn Fethae aban a fee 


aa sien? 


INDICATE WHETHERCUNDIVISUAL: TPARTNERSHIP. GiconronaTion. INCORPORATED IN THE STATE OF or Delawe, 2re 


























































NAME AND ADDRESS OF BIDDER (Straxt, city, zone, and State. SIGNATURE AND TITLE OF PERSON AUTHORIZED TO SIGN THI 
Type or print) BID (Type on forint mame aad title under signazure) 
The Fermutit Company (Signed) J, D, Yoder 
es a oe Street J. D, Yoder, Vice Fresident 
—— seeseenen rae ae naniceataeoe apelin Toa 
AWARD Joare July 2, 1954 
ACCEPTED AS TO ITEMS NUMBERED | AMOUNT UNITED STATES OF AMERICA 
ak : ey __{ Signed) Fo de ts 
g 1:180.00 =. 6. heuil, or. 
INVOIGE FOR PAYMENT SHOULD BE MAILED TO “Director, Furchase Div. CONTR AOTICOOEAIER 


Examination Sranch ACCOUNTING AND APPROPRIATION DATA 
Office of the Comptroller : 
Central Office, GSA 


PAYMENT WILL BE MADE 3Y¥ 
Office of the Comptroller 


Central Office 
General Services Administration 





err eT SR ESTROCI TeSE  / A RREN 
Scandard Form 33 , 
Nov. 1949 Edition 
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Pree by Cer evs CONTINUATION SHEE 
Adaiinisttadon, Nov. I jon (SUPPLY CONTRACT) 








CONTRA ™ SRDER, OR INVITATION NO. |PAGE 
{As uppiicable) NO. 
&S-00P-20019-(7) | 3 


















ae 


QUANTITY! | 
(Number of | UNiT | UNIT 
units) 








SUPPLIES OR SERVICES | AMOUNT 








Code: 760 ; 


1, | Water Softener, 28 inch diameter 

‘ Zermutit Q water softener complete 
with Regeneration Unit and disc 
type meter (drawing G-13800) 





$1,180.00 
Water enalysis as follows: 


Total hardness ~ 300 ppm 


Mee - 24 ppm 

Na (plus X) - 63 dpm 

EGO, - 229 opm 
/ 

Cl - 146 opm 

80), + 40 pom 


Sotel dissolved solids 562 ppm 


i 

| 

| | 

Ca - 80 ppm | | 

= 

_ 

There shall be susplied, in addition to j | 

the Zeolite softening unit, a-salt i 

saturator tank 28" diameter, as well as i | 

one 13" disc meter and 6-volé alarm | | 

register, to measure the passage of . | 

softened water from the unit so as to 

indicate when the unit would recuire | 
regeneration, | 

' | 

} 

i 


Lodel H Permutit Q Zeolite Softener, 
should have a maximum flew rate of 34 
~fllons per minute and which would re- 
qairo a wackwash rate of 26 gallons per 
minute, 


toe 


TOA Emblems are recuired. 
© Ree 


Flant, Birmingham, lew Jersey. 
eto 

Form Yo, TCA-5 referred to in the 

Sxecial Contract Frovisions, is now 


? 

{ 

| 

| 

inspection will be made at Contractor's | 
| 

Form So. FOA-592. | 
' 


oars 


vie seems ne 
NAME OF BIDDER OR CONTRACTOR 


Vance 
Standard Form 36 
Nov. 1949 Edition 





Continuation Sheet No. 4 Contract No. GS-00P-.0019~(1) 


"The bidder (or contractor) represents: (a) that he / / 
has, [=/ has not, employed or retained any company or 
person. (other than a full-time bona fide employee working 
solely for the bidder (or contractor) to solicit or secure 
this contract; and (b) that he / / has, /X/ has not, 

paid or agreed to pay to any company or person (other than 
a full-time bona fide employee working solely for the 
bidder (or contractor) any fee, commission, percentage 

or brokerage fee, contingent upon or resulting from the 
award of this contract, and agrees to furnish information 
relating thereto as requested by the contracting officer, 
(Note: For interpretation of the representation, including 
the term "bona fide employee," see General Services 
Administration Regulations, Title 44 secs. 150,7 and 150.5(d) 


Fed. Reg. Dec. 31, 1952 Vol. 17, Now 253)." 


THE PERMIT COMPANY 


Name of Contractor 


By (Signed) J.D, Yoder 
Signature and Title 
J, D, Yoder, Vice President 


GSA-WASH DC 54-11939 


Continustion Sheet No. | @.... ct GS-OOP-20019-(7) ® 


FOA EMBLEMS REQUIRED ON EACH INDIVIDUAL ITEM 


MARKING: FOA emblem is required. Each unit of each item shall be labeled with 
the FOA cmblem in a conspicuous place, In addition, all shipping containers, 
whether boxes, cases, barrels, drums, bales or sacks, shall be labeled with 
the FOA emblem, All such emblems must be firmly attached and protected from 
obliteration or removal due to handling in shipping. The FOA emblem for each 
individual item shall be as large as can be used practicably and should 
preferably be decalcomania, The FOA emblem for the outside of el] shipping 
containers shall be at least twice the height of the lettering used for the 
shipper's markings and may be of paper, 


Each shipping container shall be stencilled, branded or labeled as follows: 





U.S, ATTOUS MISSION TO SAUDIA ARABIA 
¢/0 ERICA PMBASSY 
— JIDDA, SAUDIA ARABIA 
(Consignee ) 


C$-00F-20019~(1) 
(Purchase Contract Number) 


1700407015 5=l125R 
(FOA Requisition Number) 


WATER SOPTMIER 
(Nonenclature ) 


The FOA Requisition Number and Name of recipient country shall be in characters 
at least equal in height to shipper's marks, 


In addition to the standard marks indicated above, supplicrs shipping material 
out of the United States or its Possessions shall affix insofar as practicable 
in indelible print of suitable sizo the inseription = UNITED STATINS OF AMERICA ~ 
on all exports containers and al] goods shipped uncrated other than bulk cargo. 


NOTE: Emblems will be supplied upon request addressed to: EPS, Liaison Officer, 
Room 6011, Regional Office Building, 7th & D Strects, S. W., Washington 25, D. C. 
Please specify exact quantity and approximate size required. For example: (1) 
Each book should be labeled with a gummed paper label apnroximatcly 2" square. 
(2) Each garden type insecticide hand spraycr should be labeled on the tank 
body with a 2" square decalcomania, (3) Each jecp, truck, or other machinery 
should be labeled with a 4" square decalcomania on both sides of the cab or other 
prominently visible location. 


GSA-WASH DC 5h-12009 


Continuation Sheet No. 6 of Contract No, GS-N0P-20019-(7) 


TERMS OF DELIVERY: 


The term "F,A,S. Vessel, Port of Shipment," to which this contract 
is subject, means: 


(a) Delivered, free of expense to the Government, alongside 
oversoas vessel and within reach of its loading tackle; 


(o) That is shall be the responsibility of the contractor to 
do the following: ; 


(1) Place goods alongside vessel or on dock designated 
(within reach of vessel's loading tackle) and 
provided by or for the Government on date or within 
the period fixed; assume and pay any ieavy lift or 
other charges, where necessary, up to this points 


(2) Provide clean dock or ship's receipt; 
(3) Be responsible for any loss or damage, or both until 


goods have been delivered alongs the vessel, or 
on the dock, within reach of vessel's loading tackle; 





(4) Render the Goverment, at the Government's request 
and expense, assistance in obtaining the docunents 
issued in the country of origin, or of shipment, or 
of both, which may te required either for purposes 
of exportation, or of importation at destination. 


GSA-WASH DC 5'4~12123 


FOA=589 (3-54) 8 1, COOPERATING COUNTRY 2. @@MRCHASE AUTHORITY OR 


ISITION NO. 
PURCHASE AUTHORITY OR REQUISITION 





Saudi Arabia )70-040701-55-1)125R 
FOREIGN OPERATIONS ADMINISTRATION 3, PROJECT TITLE OR DESCRIPTION 
WASHINGTON 25, D.C. Health and Sanitation - Quarantine Stations 
4, APPROPRIATION 5, ALLOTMENT & OBLIGATION | 6{A} OBLIGATION STATUS 6(B) ALLOTMENT CHARGED 





72—112/41019 073-41 he 55 [J [3] (2) [| (3) [_ ]wastineton [5_]Mission 





























7, CONTRACTING PERIOD 8. DELIVERY PERIOD 
From June 16, 195) enpine- rrom- June 16, 195) enoinc- August 31, 195) 
9, METHOD OF FINANCING 10, AUTHORIZED AGENCY 
Standard U.S, Government Financing Gsa/EPS 
11, AREA OF SOURCE 12, AUTHORIZATION DOLLAR VALUE 
PREVIOUS TOTAL INCREASE DECREASE TOTAL TO DATE 
(a) (B) (c) (D) 
0 1, 641.0 0 61.0 
TS, 14. 715. 
COMMODITY | | TEM QUANTI TY/DESCRIPTION/ SPECIFICATIONS 
CODE NO, (Inclued Catalogue Name and Number, where Appropriate) 
780 A, COMMODITY: Industrial Machinery, N.E.C., Including Office Machines, 


Appliances, and Parts 
B. BASIS OF DELIVERY: C&F, Jidda, Saudi Arabia 
C, SHIPPING: Surface ship and consign to U.S, Operations Mission to 
Saudi Arabia, American Embassy, Jidda, Saudi Arabia 
Airmail copies of Purchase and Shipping documents 
to consignee. 
o FOR ADDITIONAL INFORMATION: Call D. M, Leen, FOA, Code 110, Ext, 3016 
. SPECIFICATIONS: (See attached sheet) 


me) 




















16, AUTHORIZATION SIGNATURE - FOR THE DIRECTOR, FOA 
(4) This authorization is made under the authority contained in 
the Act for International Development and Mutual Security 
Act of 1951, as amended, and is subject to the "Standard Terms 
and Conditions" applicable to technical cooperation purchase 
authorities, as amended at any time up to the date of issuance 


of this purchase authority. 


The items described in blocks 13, 14, 15, arehereby author- 
ized to be procured as designated in block 9 and 10. FOA 
will reimburse under this authorization only up to the amount 
specified in block 12(p). 


ATTENTION 

To permit FOA, in accordance with Section 538(a) of the Mutual 
Security Act of 1951, as amended, to afford U.S. suppliers (par- 
ticularly small business firms) an opportunity to participate 
in supplying commodities and services covered by this PA, the 
authorized agency, if a non- U.S, Government Agency, agrees to 
make every effort to furnish as promptly as possible to the 
Office of Smal! Business, FOA, Washington, the names and ad- 
dresses of prospective buyers and the individual commodity items 
and services to be purchased hereunder. 













(2 IS SYANCE “GATE OFT 


‘e: ie nan & 
June 16, 195) June 16, 195) 


COUNTRY SIGNATURE OR REFERENCE 










470=010701=55=1125 R 





DATE FOR THE GOVERNMENT OF THE 
COOPERATING COUNTRY 





GPO 872739 
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le 7809 Unit = 28 inch 2 oy Softener compile 
with Regeneration Unit and dise tyre meter as shown on 
enclosed drawing Ge13800, 


Necessary Zeolite naterial Zeo=Dur or Zeo-Karh. 
whether Zeolite is included as intergral rari of 
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COOPERATING COUNTRY 


FOA-589 (3-54) 
PURCHASE AUTHORITY OR REQUISITION 





FOREIGN OPERATIONS ADMINISTRATION 
WASHINGTON 25, D.C. 






Saudi Arabia 
3, PROJECT TITLE OR DESCRIPTION 


Health and Sanitation = Quarantine Stations 
















5, ALLOTMENT & OBLIGATION | 6(A} OBLIGATION STATUS 6(B) ALLOTMENT CHARGED 


ve | Ow Qe Le 


8, DELIVERY PERIOD 


FroM- dune 16, 195) endiNc- August 31, 195), 


10, AUTHORIZED AGENCY 





4, APPROPRI ATION 

















WASHINGTON [,J™ SION 





72<112/l:1019 


7. CONTRACTING PERIOD 


From- dune 16, 195) enpine- 


9, METHOD OF FINANCING 


073-146 































Standard U.S. Government Financing 










AUTHORIZATION DOLLAR VALUE 


INCREASE DECREASE TOTAL TO DATE 
(c) (0) 


(8) 
1, 6441.0 0 
9) 14, 
COMMODITY | | TEM QUANTI TY/DESCRIPTION/ SPECI FICATIONS 


CODE NO. (Inclued Catalogue Name and Number, where Appropriate) 


780 A. COMMODITY: Industrial Machinery, N.E.C, Including Office Machines, 
Appliances, and Parts 

B. BASIS OF DELIVERY: C&P, Jidda, Saudi Arabia 

C, SHIPPING: Surface ship and consign to U.S. Operations Mission to 
Saudi Arabia, American Embassy, Jidda, Saudi Arabia 
Airmail copies of Purchase and Shipping documents 
to consignee. 

D. FOR ADDITIONAL INFORMATION: Call D. M, Leen, FOA, Code 1h0, Ext, 3016 

E. SPECIFICATIONS: (See attached sheet) 


AREA OF SOURCE 
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PREVIOUS TOTAL 
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16, AUTHORIZATION SIGNATURE + FOR THE DIRECTOR, FOA 
(1) This authorization is made under the authority contained in 
the Act for International Development and Mutual Security 
Act of 1951, as amended, and is subject to the "Standard Terms 
and Conditions" applicable to technical cooperation purchase 
authorities, as amended at any time up to the date of issuance 


of this purchase authority. 


The items described in blocks 13, 14, 15, arehereby author— 
ized to be procured as designated in block 9 and 10. FOA 
will reimburse under this authorization only up to the anount 
specified in block 12(p). 


ATTENTION 
To permit FOA, in accordance with Section 538(a) of the Mutual 
Security Act of 1951, as amended, to afford U.S. suppliers (par- 
ticularly small business firms) an opportunity to participate 
in supplying commodities and services covered by this PA, the 
authorized agency, if a non- U.S. Government Agency, agrees to 
make every effort to furnish as promptly as possible to the 
Office of Small Business, FOA, Washington, the names and ad- 
dresses of prospective buyers and the individual commodity items 
and services to be purchased hereunder. 
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DATE OF ORIGINAL. ‘SSPANCE [GATE 


dune 16, 195, 


COUNTRY SIGNATURE OR REFERENCE 









june 16, 195) 
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7809 Unit = 28 inch diameter Permutit @ water Softener complete 
with Regeneration Unit and dise type meter ag shown on 
osed drawing Ge13800, 





Necessary Zeolite material ZeoeDur or Zeowilarb, Mot known 
whether Zeolite is included as intergral part of Permutit 
Q water Softener. (Not to exceed $300 F.4.3. cost) 


Vater analysis as follovss 
Total hardnesgescs-=cesesnname= 300 ppm 
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